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We’re born with the simple gesture of 
welcoming: opening the gates means inviting 
everyone to discover simple-to-use, easy-to-install 
projects designed to improve well-being.

We create smart building management systems,  
we think innovative in substance and design-
conscious in form.

Why Nice? 
Because every day, Nice designs not only 
automations, but modular, customisable systems  
to make life safer, easier and more pleasant.

Why

Nice

 Why Nice
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An international network.

We speak more than 20 languages, 
are present in 100 countries 
worldwide and have more than 30 
nationalities.
We operate worldwide through direct 
subsidiaries, with 15 research centres 
able to transform the consumer’s needs 
into efficient building management 
systems. 
Our ever-growing, future-tuned spirit 
vibrates in our hub, TheNicePlace, 
dedicated to interaction and 
participation.

The design thinking, simple.

We are creative in imagining needs, 
pragmatic in finding solutions.
Making products has never been enough 
for us: we design solutions and methods 
to get the most out of life.
We are attentive to the inspiration that 
comes to us from the world to guide us 
in the design of connected, integrated 
networks, realising or anticipating needs.

The technology, smart.

Our approach to technology is 
people-centred: we design modular 
customisable systems for them,  
aware that everyone has different 
lifestyles and habits.
We like technology to be simple, to 
solve problems, to also meet the needs 
of a fragile public, to be nothing but the 
pleasure and security of a building that 
dialogues with its occupants.



6

In line with the goals of the UN 2030 Agenda, we 
are committed to designing systems that encourage 
reduced environmental impact, combat energy waste 
and are produced with particular focus on the planet’s 
ecological balance.

Our planet is the Earth,  
our home is the future.

We design for a clean,  
sustainable, safe future.

Nice,  
we design  
a sustainable 
future.
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Life oriented

Our focus on sustainability is part of 
our active commitment to make the 
lives of those who choose Nice safer 
and more aware.
We develop projects that optimise man-
agement of natural light and heat; we 
implement systems to control energy 
consumption; we ensure safety and 
well-being by measuring air quality and 
the presence of harmful gases, offering 
integrated systems providing compre-
hensive management of buildings and 
improving their occupants quality of life.

Planet oriented

Our love for the Earth drives us to 
create systems to help control the 
energy consumption of buildings.
Our building management solutions are 
designed with sustainability in mind, to 
reduce environmental impact and boost 
energy efficiency.  
We develop control and management 
solutions for heating, cooling, and light-
ing and for monitoring electrical loads. 
We work alongside users to offer offer 
new ways to be mindfulness.

Future oriented

We make products aimed at reduc-
ing our footprint on the world and 
improving the quality of life. 
We pay attention to environmental sus-
tainability, so much so that we were the 
first to define guidelines for the life cycle 
of electric motors with the Life Cycle 
Assessment, obtaining international EPD 
(Environmental Product Declaration) 
certification.  
We design safe, energy-efficient home 
automations using recycled materials.  
Our packaging is sustainable, made of 
100% recyclable natural cardboard, with 
no plastic parts; our instructions are 
available in digital format.
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Concepts  
in splendid  
form.
Ease of use, reliability and flexibility: every one of 
our products is designed to provide the best in 
technology and the finest in design. 

We believe in true design, the design that makes 
the function of an object simpler, more intuitive and 
more pleasant, born from the interaction between 
design, innovation and sensitivity, a design confirmed 
by prestigious awards and numerous international 
recognitions.

﻿
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Highly trained and constantly up-to-date  
professionals, ready to provide their customers 
with concrete answers.

Nice know-how is available to installation professionals 
providing a valuable tool for professional growth with 
training projects on products and systems.
Courses are available face-to-face, through webinars or 
via the web to adapt to everyone’s needs and times, to 
convey all our technical knowledge and provide all the 
tools needed to satisfy consumers.

Training  
at your side.
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Dialogue
with your home.

Can waking up be even more comfortable? 
Thanks to the connected automations, you can manage your home 
automations in total freedom and with ever greater personalisation. Thanks to 
the new Nice interfaces, automations for blinds, awnings and rolling shutters 
can also be integrated into the smart home system and controlled easily via 
Amazon Alexa, Google Assistant or Siri.

“Hey Google, raise the 
rolling shutters”
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Yubii Home  
App
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You can control your 
home automations by 
voice commands in the 
simplest way possible, inclu-
ding from your smart watch, 
via Amazon Alexa, Google 
Assistant or Siri.

The Nice smart home sy-
stem is highly integrated 
and safe, It can guarantee 
maximum convenience and 
peace of mind when mana-
ging your home automations 
even remotely, receiving 
notifications on automation 
status. 

More control, including 
from your smartphone. 
Via the Yubii Home app, 
you can control all the 
automations even when 
you’re far from home. You 
can also choose how to 
personalise your home to 
suit everyone’s needs.

Even when
far from home

“Hey Google, 
close everything.”

It makes life 
simpler.

Integrating Nice tubular motors into your smart home 
system couldn’t be simpler: the automation becomes smart 
and can be controlled via smartphone, tablet or voice control 
with Amazon Alexa, Google Assistant or Siri.

“Hey Google, 
did I close the shutters?”

More automations, 
more convenience.

Direct connection with gateway and radio tubular motor:

Connection with BiDi interface and mechanical tubular motor:

Connection with tubular motor, lighting system and gateway:

Blinds, awnings and rolling 
shutters with Nice radio 

motors

Blinds, awnings and rolling 
shutters with Nice and BiDi-
Shutter mechanical motors

Blinds and awnings 
with Nice radio 

motors

Lights and BiDi-
Switch

Voice assistant

Voice assistant

Voice assistant



1212

Do you want
to check
the blinds are raised?
Stay comfortable.
Not only can Era P BD bidirectional remote controls manage 
rolling shutters, blinds and awnings remotely, a light also provides 
feedback on automation status or confirms reception of the 
command.

Era W BD 
Wall-mounted transmitters

Find out more

on page  57

Era P BD 
Portable transmitters

Find out more

on page  56

Command key
  Green Command received

  Red Command not received

  Orange Standby

Key  + command
  Green blind/awning/rolling shutter 	

      wound
  Red blind/awning/rolling shutter	

      unwound
  Orange partial opening/closing

Era P BD, Era W BD
•Available in one and six channel 
version. Can control up to 6 au-
tomation groups in single, group 
or multigroup mode,

•Key to activate/deactivate the 
climatic sensor,

•“i” key to check blind position,

•Slider for the “Go to Position” 
function.”
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Do you want 
more from 
your home 
automations?
Nice mesh network, the Nice bidirectional radio 
protocol with mesh technology has numerous 
advantages: 

•	extension of radio range to 500m (max.10 
Hops);

•	correct command reception feedback from 
the automation;

•	the possibility of checking automation 
status at any moment;

•	high security, thanks to the encrypted 
communication;

•	low energy consumption in standby.

﻿
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Radio

Yubii

BiDi

TTBus

Z-Wave
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Find out more  yubii.niceforyou.com

BiDirectional radio protocol
Allows two-way communication between the transmitter and receiver; 
this ensures safer signal transmission and allows feedback to be recei-
ved on command reception and automation status.

Yubii ecosystem
Connects all new and existing Nice automations in the home and 
allows them to be controlled remotely via App.

Motor with built-in radio
Enables a command to be sent from a transmitter or the YubiiHome 
gateway directly to the motor without having to use an external control 
unit with receiver which would otherwise have to be connected by wire. 
The limit switches can thus be programmed conveniently by means of 
a transmitter and climatic sensors can be connected easily by radio, so 
simplifying the installation scheme.t

Z-WaveTM protocolTM

Standard wireless technology for connecting smart devices regardless 
of brand or platform; by using a central gateway and an app to com-
municate with the user, all devices can be controlled and integrated 
into the smart home system.t

Nice TTBus technology
The most advanced evolution for connecting applications and acces-
sories and programming the automation. 
Simplifies the installation scheme and allows the limit switches to 
be adjusted easily and quickly with the O-View TT and TTPRO BD 
external programming units, even in installations with a large number of 
applications.

Full glossary of tubular motor technical characteristics 	   309

Glossary and legend of symbols

 yubii.niceforyou.com
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The Yubii ecosystem ............................... 16 - 17

The home gets smart .............................. 18 - 19

Gateway
Yubii Home .................................................. 	20 - 23

Devices and sensors
Bi-Di Switch ................................................. 24
Bi-Di Dimmer ............................................... 	25
Bi-Di Shutter ................................................ 	26
Bi-Di Awning ................................................ 	27
Roll-Control 2 ............................................... 28
On/Off Control ............................................. 	29

Systems for the 
Smart Home

﻿



16

Radio Nice       Radio elero

Open to the 
future, the space 
gets smart.

, a single ecosystem to connect, simplify and 
control all home automations.

Connect automations via the Nice gateway to create personalised 
scenarios that can be controlled either by smartphone or by setting 
a button on the bidirectional remote control.

Yubii Home Pro gateway 
integrates easily with over 3000 
third-party interfaces.

Yubii App
The new Yubii home app provides the highest possible 
level of comfort and efficiency in home automation 
management.

Compatible with:

Communicates via protocols:
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Safe, efficient and comfortable: with the smart 
home system, the Nice experience becomes a 
personalised way of conceiving the home, able to 
adapt to the occupants’ needs.

A new way of inhabiting spaces.  
The values of the Nice system.

Always safe and under control.

With the Yubii Home App, the 
customer can stay in touch with 
their home, manage it and control 
it from anywhere in the world.

Data is transmitted via an encrypted 
communication system guaranteeing 
the highest possible level of protection.

Modular and complementary.

The Nice system is flexible and 
integrable; the ideal solution for 
anyone wanting to design the 
system step by step, according to 
available resources and the needs 
of the moment.

Our products form an ecosystem 
in which all devices communicate 
with each other and which can also 
integrate other-brand devices.

Wireless, as simple as it gets.

Nice technology is wireless, 
modern and safe. It allows 
completely non-invasive addition 
of new devices, without the need 
for renovation or building work.

There are numerous ready-to-use 
products and the ecosystem can be 
configured easily via the Yubii Home 
App.
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Flooding sensor

Irrigation

Outdoor lights

Alarm

CO sensor

Garage door

Gate

Movement sensor

Smoke sensor

Opening sensor

Ventilation

Intercom

Smart Lock

Smart thermostat

Household 
appliances

Music

Smart Plugs
Audio and TV system

Lights on/off

Sunscreens

Thermostatic valves

Air conditioning

Rolling shutters

Gateway

Dimmer lights

Climatic sensors

Vertical awnings
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A true all-in-one ecosystem  
to make the most of a world of opportunities:

Voice Assistant

Compatible with: 

It communicates via: 

To control and manage automations:

Smartwatch

Car Infotainment

Z-Wave protocol

WiFi protocol

Nice Radio Protocol

elero Radio protocol

Yubii Home App
The new Yubii Home app provides the highest possible 
level of comfort and efficiency in home automation 
management.

Yubii Home is the gateway connecting 
Nice, FIBARO and elero technologies and 
much more: it is open to integration with 
third-party devices via the Z-Wave protocol 
and management via voice assistants and, 
thanks to the 5 plug-ins, can also be extended 
via Wi-Fi protocol.

Compatible with more than 3,000 
other-brand smart devices.

The Nice system:  
all functions  
at a touch. 
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Smart lighting 
management: dimmer, 
colour, effects, scenarios 
and timing.

Total control of the 
home, maximum security 
and smart heating 
management.

Radio control of awnings, 
blinds, rolling shutters, 
Venetian blinds, gates and 
garage doors.

BiDi-Dimmer
Unidirectional and 
bidirectional interface 
to control and dim the 
light.

Dimmer-Control
Universal module to 
regulate light intensity, 
compatible with a 
range of light sources.

On/Off-Control
Module for remote  
On/Off control of two  
circuits or appliances.

RGBW-Control
Light colour control 
module.

CO-Control
Carbon monoxide and 
temperature detector.

Door/Window-Control
Door/window proximity 
and temperature sensor.

Flood-Control
Flooding and  
temperature sensor. 

Smoke-Control
Smoke and  
temperature sensor.

BiDi-Switch
Unidirectional and 
bidirectional interface 
to manage lights and 
electrical loads with 
minimum power  
consumption.

BiDi-Shutter
Unidirectional and  
bidirectional  
multi-purpose interface 
for awnings, blinds, 
rolling shutters and 
Venetian blinds.

Smart-Control
Small universal device, 
to make standard 
devices smart. With 
temperature sensor.

BiDi-Awning
Unidirectional and  
bidirectional interface 
for outdoor awnings.

Roll-Control 2
For controlling rolling 
shutters, sun awnings, 
Venetian blinds and 
rolling doors.

Bidi-ZWave
Plug-in communication 
interface for  
communicating  
between Z-Wave  
gateway and Nice 
motors for gates and 
garage doors.

Heat-Control & 
Temp-Control
Thermovalve and 
sensor to regulate the 
temperature in the 
room. 

Plug-Control 
Smart socket for 
electrical devices with 
measurement of  
energy consumption.

Push-Control
Universal wireless  
button to activate up 
to six set scenarios.

Motion-Control
Multifunction wireless 
sensor with motion, 
temperature and light 
intensity functions.

Management of electrical 
sockets, devices and radio 
controls.



22

Wi-Fi

Z-Wave

Yubii

BiDi

Yubii Home is the heart of the smart home, 
a hub that takes care of the comfort and 
safety of the whole family: 

•	 It receives data from the sensors, processes 
it and operates the automations accordingly 
based on your preferences.

•	 It can integrate and control lights, rolling shut-
ters, gates, doors and windows, household 
appliances, heating and irrigation systems 
and multimedia devices, as well as detect 
water leaks, carbon monoxide and fires.

Yubii Home guarantees just the right level 
of comfort and control in every room,  
tailored to the needs of its occupants.

The home becomes a perfect, safe, smart and 
comfortable environment that can be managed 
through automated scenarios, voice control 
and from smartphone, tablets and smart 
watches.

Yubii Home lets you manage natural and artificial 
light and heating intelligently and, by  
monitoring electrical loads, it can also help 
boost your home’s energy efficiency.

The gateway that manages and communicates with 
all smart devices in the home.

Code YH-001

Power supply 5V DC, max. 1A (adapter included)
Operating temperature 0-40°C

Operating humidity max. 75% relative humidity (without condensate)
Power connector USB Micro B
Dimensions 178x110x31 mm

RADIO COMMUNICATION

Protocol Radio frequency Maximum transmission power
Z-Wave
(700 series)

868.0-868.6 MHz
869.7-870.0 MHz +9 dBm

Wi-Fi  
(802.11 b/g/n) 2400.0-2483.5 MHz +20 dBm

433 MHz 433.05-434.04 MHz +9 dBm

868 MHz 868.0-869.65 MHz +5 dBm

WIRELESS RELIABLE 
AND SECURE 
PROTOCOL

REMOTE 
CONTROL

VOICE 
ASSISTANT

COMPATIBILITY 
WITH SMART 

DEVICES

NICE GREEN 
INNOVATION

Also available in a KIT

TECHNICAL SPECIFICATIONS

Code Description Pcs./pack Certificates

YH-001 Yubii Home Gateway 1

Yubii Home is also available in the following kits:

YUBIISUNLIGHTKITZW 1 Yubii Home Gateway + 3 Roll-Control 1

YUBIIENERGYKITZW 1 Yubii Home Gateway + 3 On-Off Control 1

YUBIIHEATKIT 1 Yubii Home Gateway + 2 Heat-Control 1

YUBIIGATEDOORKIT 1 Yubii Home + 2 IBT4ZWAVE 1
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Yubii Home App Yubii Web App

Main features Main features

Intuitive dashboard

Machine learning technology - smart suggestions

3 different colour versions

Secure access in every way

Control your home via Apple Siri and Apple Home Pod

Encrypted passwords for total system security

Access and monitor the system remotely

Create and restore backups

Check the communication and range of the device

Check the battery status of the devices

Introduce system updates

The Yubii Home configurator makes ecosystem 
management simple and intuitive, even remotely.

The web app is the most efficient way to perform 
remote maintenance on the customer’s smart home 
system.

Yubii ecosystem

You can use your smartphone and 
the Yubii Home app to manage 
all your smart home automations 
wherever you are.

Yubii, a true multifunction ecosystem for the 
smart home.

Compatible with over 3,000 third-party devices, 
including:

DESIGNED FOR  
INSTALLERS

DESIGNED FOR  
END CONSUMERS
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 Control 
and programming systems

34.	 Control electronics

88.	 Programming devices for the professional

94.	 The Nice system for advanced building 
management

96.	 MyNice World app

98.	 Din modules for managing tubular motors
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Router
Wi-Fi

Cloud

App

YubiiBiDi

Nice Wi-Fi-Radio Gateway

Nice Wi-Fi-Radio Gateway to man-
age Nice automations via the MyNice 
Welcome App.

Smart: communicating by Wi-Fi, Core enables Nice 
automations with built-in or optional radio receiver for 
doors, gates, barriers, blinds, awnings and rolling shut-
ters to be connected, made to interact and controlled, 
including remotely. It can also be used to manage 
remote controls (including unidirectional), sensors for 
blinds, awnings and rolling shutters with built-in radio.

Easy to configure: the MyNice Welcome App makes 
configuring the interactions between the automations 
and programming scenarios easy and intuitive.

Comfort: activations can be scheduled in time bands, 
for example:

•	 at 7.00 in the morning, raise the blinds and open the 
garage door (good morning);

•	 at 21.00 in the evening, dim the light levels in the 
room by partially lowering the blinds, turn power to 
the stereo on to play music (relax);

•	 at 22.00 at night, turn off the lights (good night).

Safe: The bidirectional radio protocol uses GFSK modu-
lation to improve immunity from interference.

Optional battery power to safeguard functions in the 
event of blackout. Configurations are automatically 
saved on the Nice Cloud.

Versatile: Thanks to the Yubii ecosystem, you can make 
all the devices in the system interact to create events, 
such as, activating a Nice remote control raises the 
blinds and turns the lights off.

In unidirectional rolling code mode, compatible with 
previous versions of Nice receivers with connector or 
surface mounted.

Discover all the benefits of the Yubii system on page 16.

TECHNICAL SPECIFICATIONS

Code Description
CORE Nice Wi-Fi-Radio Gateway

Code CORE
Input 5V
Optional battery power 2x AA NiMh rechargeable
Maximum absorbed power (W) 1,5
Wi-Fi interface with internal antenna 802.11b/g/n – 2,4 GHz (P<10mW)
Safety OPEN/WEP/WPA-PSK/WPA2-PS
Support WPS

Dual band radio transmission Dual band bidirectional 433.54 - 433.92 MHz
868,3 - 868,94 MHz (P<10mW)

Radio range in open space free of disturbance * 500 m (max. Mesh network); 150m (if inside buildings)*
Protection level (IP) 30
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 113x64x33
Weight (g) 100

* Transmitter range and receiver reception capacity may be affected by any devices operating on the same frequency in the area and by the position of 
the system's radio antenna.

Core
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YubiiBiDi MyNice Welcome is a single APP allow-
ing users to configure and control Nice 
devices directly from their smartphone via 
Core, the Nice Wi-Fi-Radio gateway.

Everything under control: if your smartphone has an 
internet connection, you can also view the status of each 
individual automation and control it wherever you are via 
the Nice Cloud.

All Nice technology at your fingertips!: the MyNice 
Welcome App lets you configure and control the system 
locally, even without an internet connection.

With a simple click, you can update the IT4WIFI interface 
and Nice Core Wi-Fi-radio gateway, download the 
events log and view automation activations and diag-
nostics.

Practical: you can control Nice group automations and 
create scenarios and rules remotely, combining sensors, 
remote controls and automations (the smartphone and 
Core communicate via the Wi-Fi network).

Smart: with the dedicated accessories, you can now:

•	 associate and save all home devices, such as sen-
sors, remote controls and automations;

•	 configure the parameters of the bidirectional sensors 
and verify their status (battery, FW version, etc.);

•	 add more functions to a key on the remote control, 
while maintaining the original settings (for example, 
if pressing a key opens the gate, you can now add 
other functions, such as the simultaneous or delayed 
switching of the garage light or activation of an exist-
ing scenario);

•	 create scenarios involving all the saved devices, or 
activate the functions of an automation with an event 
(pressing a button, sensor activation, scheduling), for 
example, close the rolling shutters at your preferred 
time of day (scheduling) or when the wind sensor 
sends an event (sensor activation). 

Discover all the benefits of the Yubii system on page 16.

MyNice Welcome

Available free on

To configure Core with the MyNice Welcome App, see the instructions on the Nice site.

https://www.niceforyou.com/en/support

Functions
Commands: open, stop, close, plus one other from among those provided by the automation
Geolocation and other actions are possible thanks to compatibility with the IFTTT service

Requisites
A maximum of 20 users can be associated with the IT4WIFI
iOS 10 or Android 5 operating system or later
Wi-Fi access point supporting Apple’s Bonjour service
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My Nice
Welcome App
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ERA P VIEW

P1

P1SBD

P1Swith Sun ON/OFF keys

P1Vwith slider dimmer

 Portable and wall-mounted transmitters

Index of Nice control electronics

Multifunction radio transmitter to manage  
up to 99 devices individually or in groups
Era P View

P6

P6SV

P6SVBD

with slider dimmer

with slider dimmer

P6S

P6SBD

with Sun ON/OFF keys

with Sun ON/OFF keys

with Sun ON/OFF keys 
and with slider dimmer

with Sun ON/OFF keys 
and with slider dimmer

with Sun ON/OFF keys

Radio transmitter to control automations  
for awnings, blinds, rolling shutters, lights  
and electrical loads
Era P serie

Radio bidirectional transmitter to control  
automations for awnings, blinds, rolling shutters, 
lights and electrical loads
Domì serie

Era P BD serie

MW1

MW2

MW3

for 1 automation group

for 1 Open-Stop-Close automation in single or multigroup mode

up to 6 automation groups in single or multigroup mode

for 2 Open-Stop-Close automations in single or multigroup mode

for 3 Open-Stop-Close automations in single or multigroup mode

Miniaturised radio transmitters for the 
intuitive control of awnings, blinds and 
rolling shutters
MiniDomì

Era Miniway

Modular radio control system to manage Nice 
automations for awnings, blinds, rolling shutters, 
gates and garage doors from anywhere in the home
Niceway

for 1 automation group

up to 6 automation groups 
in single or multigroup mode

up to 6 automation groups 
in single or multigroup mode

up to 6 automation groups 
in single or multigroup mode

for 1 automation group

for 1 automation group

page

page 

P18
up to 18 automation groups 
in single or multigroup mode

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

DOMIP1

DOMIP6

DOMIP1SV

DOMIP6SV

MINIDOMI1

MINIDOMI6

54 

52 

42 

44 

56 

43 

56 

45 

56 

59 

59 

59 

59 

59 

59 

59 

62 

48 

62 

49 

62 

﻿



35

W1

W1Swith Sun ON/OFF keys

W6

W6Swith Sun ON/OFF keys

Wall-mounted transmitters

Radio transmitter to control automations  
for blinds, awnings and rolling shutters
Era W serie

for 1 automation group

up to 6 automation groups  
in single or multigroup mode

Radio-controlled sun, temperature  
and internal luminosity sensors, battery-powered, 
LCD display, compatible with NiceWay  
series supports
Niceway Sensor

WMS01S

WMS01ST

Sun-Ambient Light sensor

Sun-Ambient Light-Temperature sensor

Wall-mounted weekly programmable timer, 
can manage up to 6 independent channels  
and memorise a maximum of 30 events
Era Krono

1WW

6WW

1WC

battery-powered, manages 1 channel via radio

battery-powered, manages up to 6 channels via radio

mains powered, manages 1 group of motors by wire

W1SBD

W6SBDwith Sun ON/OFF keys

with Sun ON/OFF keys

up to 6 automation groups in single or multigroup mode

up to 6 automation groups  
in single or multigroup mode

for 1 automation group

for 1 automation group

Wall-mounted bidirectional  
transmitter to control awnings,  
blinds and rolling shutters
Domì W serie

Era W BD serie

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

page 

DOMIW1

DOMIW6

Weather sensors for indoor use

Timer for wall mounting
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Index of Nice control electronics

VOLO

VOLO S

VOLO ST

Wind sensor

Wind-Sun sensor

Wind-Sun sensor with thresholds 
adjusted by trimmer

outdoor climatic sensors, radio and wired, 
powered by mains electricity, adjustable fixing 
support
VOLO

VOLO S-RADIOradio transmission, can be memorised  
in a number of motors and/or control units

wired transmission to control a 
maximum of 5 motors and/or 
control units

Wind-Sun sensor

Radio-controlled vibration wind detector, 
battery-powered
NEMO VIBE

NEMO VIBE

outdoor climatic sensors

page 

page 

page 

page 

page 

outdoor climatic sensors, radio-controlled, 
including wireless. 
With adjustable support for fixing
DOMÌ

powered by built-in 
photovoltaic cells

Wind-Sun sensor

Wind-Sun-Rain sensor

Sun-Rain sensor

powered by mains 
electricity

page 

page 

page 

DOMIWSC

DOMIWSR

DOMIWS

for white LED strips

for RGB LED strips

Dimmer with bidirectional radio
receiver for LED strips
TTD

page 

page 

TTDW

TTDRGB

69 

68 

68 

68 

70 

67 

67 

67 

74 

75 
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Surface mounted control units  
with Wind-Sun levels adjustable  
by transmitter or trimmer
MINDY TT

TT4
to control 1 motor up to 1000 W. 433.92 MHz receiver, rolling code. Adjustment of climatic 
sensors by trimmer

TT3
to control 1 motor up to 1000 W.  
Adjustment of climatic sensors by trimmer

TT5to control 2 synchronised motors up to 600 W. 433.92 MHz receiver, rolling code. Adjustment of climatic 
sensors by trimmer

Concealed control system
TAG

TTXB4

TT2Dfor 1 light or 230 Vac load, with internal switching module

recessed transmitter powered by mains electricity

TT1V
for Venetian blinds, to control motors up to 500 W.  
433.92 MHz receiver, rolling code

TT1L
to control loads at 230 Vac mains voltage with power  
up to 500 W. 433.92 MHz frequency receiver, rolling code

miniaturised receiver, for 
passthrough installation

miniaturised receiver, for 
mounting on a wall-plate

Communication interface TT6TTBus-RS232 and control unit for tubular motors

TTX4

recessed transmitter, battery-powered

with Hirschmann connector to control one motor up to 500 W  
for outdoor Venetian blinds, sun awnings and rolling shutters.  
433.92 MHz frequency receiver, rolling code

TT1VR

TT2Z for dry contact controlled motors, 4-wire motors and lights

control units
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programming units

TTPRO BD

TTU

INB

O-VIEW TT

Programmers

for Nice tubular motors with electronic limit switch

for Nice tubular motors with dry contact or TTBus technology

by BTicino Bus and Nice TTBus

for motors and control units with TTBus

Index of Nice control electronics
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page 
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DIN power supply 
modules

DIN motor  
interface modules

DIN connection 
modules

without Bus technology

with low voltage dry contact outputs

with radio technology

with radio technology

15 W

compatible with the most widely used 
Building Management protocols

interface between the modular system 
and the Nice bidirectional transmitters

allows the system to be managed  
by the MyNice World app and Nice Screen 
Configuration Tool

30 W

with Bus technology

with high voltage outputs

without radio 
technology

with built-in Konnex protocol

DMLPS2415

DMBM

DMDCM

DMBD

DMBD GW

DMLPS2430

DMKNX

DMAM

DMBPD

DIN modules for advanced building management
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New generation 
of transmitters 
designed for every 
needs.

The transmitters in the Domì series have a 
uniform design: your customers can choose 
between two colour variants, white and 
totally black and can decide upon the desired 
functions. All models have a high-quality 
finish, provide comfortable operation and 
blend harmoniously into any home, office or 
hotel. 

Be it mini-transmitters, wall-mounted transmit-
ters or hand-held radio transmitters... the 
controls in the Domì series take care of visual 
and sun protection simply and comfortably. 

Serie Domì
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Domì P6SV
6-channel, with slider, key for 
sun on / off and key to verify 
automation status, in white 
and black.

Domì P6
6-channel, with key to verify 
automation status, in white 
and black.

MiniDomì P6
6-channel, with key to verify 
the automation status, in 
white and black.

Domì W6
6-channel, with key to verify 
the automation status, in 
white and black.

MiniDomì P1
Single channel, with key to 
verify the automation status, 
in white and black.

Domì W1
Single-channel, with key to 
verify the automation status, 
in white and black.

Domì P1
Single channel, with key to 
verify automation status, in 
white and black.

Domì P1SV  
Single channel, with slider, 
key for sun on / off and key to 
verify automation status, in 
white and black.

Domì P, hand-held radio transmitter:

MiniDomì, hand-held radio transmitter: Domì W, wall-mounted radio transmitter:
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Yubii

BiDi

433 MHz

Domì P1

Code Description Quantity Conformity

DOMIP1 Portable 1 channel bidirectional transmitter white 1

DOMIP1B Portable 1 channel bidirectional transmitter black 1

Portable 1 channel bidirectional radio transmitter.

TECHNICAL DATA

Code DOMIP1, DOMIP1B

Battery type (V) 2 x AAA

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 1

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 75

Dimensions (mm) 155 x 43 x 23

Installation (optional) wall-mounted
Conformity

Domì P1 is a single-channel hand-held 
radio transmitter. It can be used as a 
single, group or central control.

Transmission and feedback commands  
are visualised.

The elegant control is available in the colours 
white and black. 

A wall bracket is included in the delivery 
scope.

ONE CHANNEL ERGONOMIC

Wall 
bracket
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Yubii

BiDi

433 MHz

Domì P6

Code Description Quantity Conformity

DOMIP6 Portable 6 channels bidirectional transmitter white 1

DOMIP6B Portable 6 channels bidirectional transmitter black 1

Portable 6 channel bidirectional radio transmitter.

TECHNICAL DATA

Code DOMIP6, DOMIP6B

Battery type (V) 2 x AAA

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 75

Dimensions (mm) 155 x 43 x 23

Installation (optional) wall-mounted
Conformity

Domì P6 is a 6-channels hand-held radio 
transmitter. It is able to manage up to  
6 groups of automations in single, group  
or multigroup mode. 

Transmission and feedback commands are 
visualised.

The elegant control is available in the colours 
white and black.

A wall bracket is included in the delivery 
scope.

SIX CHANNELS ERGONOMIC

Wall 
bracket
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Yubii

BiDi

433 MHz

Domì P1 SV 

Code Description Quantity Conformity

DOMIP1SV Portable 1 channel bidi transmitter white with slider and Sun On / Off 1

DOMIP1SVB Portable 1 channel bidi transmitter black with slider and Sun On / Off 1

Portable 1 channel bidirectional radio transmitter 
with slider and Sun On / Off.

TECHNICAL DATA

Code DOMIP1SV, DOMIP1SVB

Battery type (V) 2 x AAA

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 1

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 75

Dimensions (mm) 155 x 43 x 23

Installation (optional) wall-mounted
Conformity

Domì P1SV is a single-channel hand-held 
radio transmitter. It can be used as a 
single, group or central control.

 Transmission and feedback commands  
are visualised.

The elegant control is available in the colours 
white and black. 

Using the slider, lighting can be dimmed 
steplessly, for example, or a radiant heater can 
be adjusted if these are fitted with suitable Nice 
radio receivers.

A wall bracket is included in the delivery 
scope.

ONE CHANNEL SLIDER SUN ON/OFFERGONOMIC

Wall 
bracket
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Yubii

BiDi

433 MHz

Domì P6 SV

Code Description Quantity Conformity

DOMIP6SV Portable 6 channel bidi transmitter white with slider and Sun On / Off 1

DOMIP6SVB Portable 6 channel bidi transmitter black with slider and Sun On / Off 1

Portable 6 channel bidirectional radio transmitter 
with slider and Sun On / Off.

TECHNICAL DATA

Code DOMIP6SV, DOMIP6SVB

Battery type (V) 2 x AAA

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 75

Dimensions (mm) 155 x 43 x 23

Installation (optional) wall-mounted
Conformity

Domì P6SV is a 6-channel hand-held radio 
transmitter. It is able to manage up to  
6 groups of automations in single, group  
or multigroup mode. 

Transmission and feedback commands are 
visualised.

The elegant control is available in the colours 
white and black.

Using the slider, lighting can be dimmed 
steplessly, for example, or a radiant heater  
can be adjusted if these are fitted with suitable 
Nice radio receivers.

A wall bracket is included in the delivery 
scope.

SLIDER SUN ON/OFFSIX CHANNELS ERGONOMIC

Wall 
bracket
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Yubii

BiDi

433 MHz

Domì W1

Code Description Quantity Conformity
DOMIW1 1 channel bidirectional wall transmitter white 1

DOMIW1B 1 channel bidirectional wall transmitter black 1

556.00001 Frame white for Domì wall-mounted transmitter 1

556.00101 Frame black for Domì wall-mounted transmitter 1

TECHNICAL DATA

Code DOMIW1, DOMIW1B

Battery type (V) 3 (1 x CR2450 Lithium)

Battery life (years) ~3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 24

Dimensions (mm) 50 x 50 x 13

Installation (optional) wall-mounted
Conformity

1 channel bidirectional radio wall transmitter.

Domì W1 is a single-channel wall mounted
radio transmitter. It can be used as a 
single, group or central control.

Transmission and feedback commands are 
visualised. 

The elegant control is available in the colours 
white and black. 

A frame and mounting set are included in 
the delivery scope. 

The wall-mounted radio transmitter is suitable 
for a standard 50 x 50 mm device and can be 
combined with standard switch programs.

ONE CHANNEL ERGONOMIC
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Yubii

BiDi

433 MHz

Domì W6

Code Description Quantity Conformity
DOMIW6 6 channel bidirectional wall transmitter white 1

DOMIW6B 6 channel bidirectional wall transmitter black 1

556.00001 Frame white for Domì wall-mounted transmitter 1

556.00101 Frame black for Domì wall-mounted transmitter 1

TECHNICAL DATA

Code DOMIW6, DOMIW6B

Battery type (V) 3 (1 x CR2450 Lithium)

Battery life (years) ~3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 24

Dimensions (mm) 50 x 50 x 13

Installation (optional) wall-mounted
Conformity

Domì W6 is a 6-channel wall-mounted  
radio transmitter. It is able to manage up to 
6 groups of automations in single, group or 
multigroup mode. 

Transmission and feedback commands are 
visualised.
 
The elegant control is available in the colours 
white and black. 

A frame and mounting set are included in 
the delivery scope.

The wall-mounted radio transmitter is suitable 
for a standard 50 x 50 mm device and can be 
combined with standard switch programs.6 channel bidirectional radio wall transmitter.

SIX CHANNELS ERGONOMIC
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Yubii

BiDi

433 MHz

MiniDomì 1

Code Description Quantity Conformity

MINIDOMI1 Mini portable 1 channel bidirectional transmitter white 1

MINIDOMI1B Mini portable 1 channel bidirectional transmitter black 1

556.01001 Wall bracket white for Domì mini-transmitter 1

556.01010 Wall bracket black for Domì mini-transmitter 1

Mini-trasmettitore radio bidirezionale portatile, 
monocanale.

TECHNICAL DATA

Code MINIDOMI1, MINIDOMI6

Battery type (V) 3 (1 x CR2450 Lithium)

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 27

Dimensions (mm) 71 x 41 x 12

Installation (optional) wall-mounted
Conformity

MiniDomì 1 is a single-channel hand-held 
radio transmitter in a compact mini design. 
It can be used as a single, group or central 
control. 

Transmission and feedback commands are 
visualised.

A wall bracket in switch design is separately 
available. 

The elegant control is available in the colours 
white and black.

ONE CHANNEL ERGONOMIC

Wall 
bracket
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Yubii

BiDi

433 MHz

MiniDomì 6

Code Description Quantity Conformity

MINIDOMI6 Mini portable 6 channel bidirectional transmitter white 1

MINIDOMI6B Mini portable 6 channel bidirectional transmitter black 1

556.01001 Wall bracket white for Domì mini-transmitter 1

556.01010 Wall bracket black for Domì mini-transmitter 1

Mini portable 6 channel bidirectional radio 
transmitter

TECHNICAL DATA

Code MINIDOMI6, MINIDOMI6B

Battery type (V) 3 (1 x CR2450 Lithium)

Battery life (years) ~ 3 (with 10 transmission commands / day)

Radio frequency (MHz) 433.92

Transmitter RF power (ERP) ≤ 10 dBm

Number of groups 6

Radio coding BD (PLN2+) or mono (O-Code TTS)

Ambient operating temperature (°C) -5 to 55

Relative humidity max. 85% (not for wet rooms, non-condensing)

Ingress protection (IP) 40

Weight incl. batteries (g) 27

Dimensions (mm) 71 x 41 x 12

Installation (optional) wall-mounted
Conformity

MiniDomì 6 is a 6-channel hand-held radio 
transmitter in a compact mini design. 
It is able to manage up to 6 groups of 
automations in single, group or multigroup 
mode.

Transmission and feedback commands are 
visualised.

A wall bracket in switch design is separately 
available. 

The elegant control is available in the colours 
white and black.

SIX CHANNELS ERGONOMIC

Wall 
bracket
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Ergonomic 
operation, simple 
teaching-in.

The transmitters in the Domì series are 
attractive, easy to operate and, moreover, 
very easy to teach in.

In addition to the programming keys, they have  
a “Sun for You” function. This makes it possible  
to determine the status of the sun sensors and  
to de-/activate them.
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MiniDomì is compact and minimal in size, 
and can be stored on the wall with its 
convenient accessory.

All Domì W wall-mounted transmitters 
comprise the operating unit, a standard 50 
x 50 mm frame and a mounting set to 
ensure they are securely fixed to the wall.

Domì P, elegant and solid, these radio 
transmitters can be held upright or on 
the wall thanks to the practical support 
provided.

Series Domì:  
quality finishes, 
with great attention 
to detail.

Programming 
Domì transmitters

Command reception feedback "1":

  blind wound
  blind unwound
  partial opening /closing

Intuitive programming procedure  
is possible with the Prog "9"and 
Esc "10" buttons on the back of  
the transmitter. Easy and automatic 
duplication by simply placing two 
transmitters near each others.

LED status display
Group selection keys
Command button UP
Command button STOP
Command button DOWN
Info button
Sun on button *
Sun off button*
Prog button
Esc button
Slider
Battery

1
2
3
4
5
6
7
8
9
10
11
12

* only existing for Domì P6SV 
and Domì P1SV.
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Era P View

Multifunction radio transmitter with 
intuitive graphic interface, LCD colour 
screen (2.2’’) navigation by 5-key joypad.

Possibility to control up to 99 devices singly  
or in groups.  
With clock and calendar to configure timed 
scenarios and commands.

Advanced programming for professionals
The installer can access programming directly during 
first start-up by inserting the batteries, or subsequently 
using the keys on the back of the transmitter.

Easy to use for all requirements: can be used  
in two ways, in either simple or advanced mode.

Advanced User 
Can modify the transmitter settings and the labels 
identifying the devices.  
Can create, schedule, modify and control zones, 
groups and scenarios. Can also limit access to  
the advanced menu by a numerical password.

Easy User 
Can simply and directly control a small number  
of devices pre-authorised by the advanced user. 
Can consult the dashboard and suspend timed events.

Practical and functional 
If not used for a few seconds, Era P View switches  
to stand-by to reduce battery consumption. The device 
comes on again automatically when moved, or if any 
key is pressed, thanks to the built-in sensors. 

USB input to recharge the batteries (if rechargeable).
With practical magnetic support for fixing to the wall.

For advanced automation management

3 keys for direct control of 
the automation.

Practical 
5-key joypad
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Code Description Pcs./pack.

ERA P VIEW Multifunction radio transmitter with intuitive graphic interface to manage up to 99 devices 
individually or in groups

1

 

TECHNICAL SPECIFICATION
Code ERA P VIEW
Power supply 2 AAA 1.5V alkaline batteries

Battery lifetime About 1 year with 20 operations per day

Radio coding Rolling code

Frequency 433.92 MHz (±100 kHz) 

Range Estimated 200 m in open space and 35 m indoors

USB socket Micro USB

Operating temperature (°C) -20; +50

Protection class IP 40 

Dimensions (mm) 200x50x15 (without wall support)

Weight (g) 140
 

IMMEDIATE AND INTUITIVE SELECTION OF THE DEVICE TO BE CONTROLLED THANKS TO THE MULTI-LANGUAGE GRAPHIC INTERFACES

ADVANCED USER: COMPLETE SELECTION MENU TO PROGRAMME AND MANAGE ALL DEVICES
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Niceway

Modular radio control system 
to manage the Nice range of 
automations singly or in groups  
from anywhere in the home.

Modular  
The NiceWay system is based on a series of transmitter 
modules which can be inserted on five different types 
of support to create a diversified range of  
made-to-measure solutions. Available in 1 to 80  
group or 240 channel versions, the modules are  
ultra-compact and very easy to operate. 

Advanced and compatible  
433.92 MHz frequency, with 52 bit rolling code (more 
than 4.5 million billion combinations); self-learning.  
Long autonomy (3V lithium battery).

Practical  
To protect the electronic parts from dirt and damp, 
the rubber function keys are incorporated in the actual 
body of the control modules. NiceWay can be used 
anywhere in the home, in the garage, the living room, 
the kitchen or the bathroom.

Modular control systems to manage automations

WM001G Module to control 1 Open-Stop-Close automation in single or multigroup mode 1

WM002G Module to control 2 Open-Stop-Close automations in single or multigroup mode 1

WM003G Module to control 3 Open-Stop-Close automation groups in single or multigroup mode 1

WM006G Module to control 6 Open-Stop-Close automation groups in single or multigroup mode 1

WM004G Module to control 4 Open-Stop-Close automations in single or multigroup mode,  
plus ON/OFF control of sun sensor 1

MODULES WITH OPEN-STOP-CLOSE CONTROL

WM001C 1 channel module to control 1 automation 10

WM003C 3 channel module to control 3 automations 1

WM009C 9 channel module to control 9 automations 1

Memorising of radio controls in Mode II ON/OFF - HOLD TO RUN - TIMER1 - TIMER2 (for products in the Screen line MODE II programming)

Module Code Description Pcs./pack.

STEP-BY-STEP CONTROL MODULES

WM003C1G Module to control 3 Step-by-Step automations and 1 Open-Stop-Close automation 1

HYBRID MODULE FOR STEP-BY-STEP AND OPEN-STOP-CLOSE CONTROLS

TECHNICAL SPECIFICATION
Power supply (Vdc) 3V with 1 CR2032 lithium battery

Battery lifetime > 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Radiated power Estimated about 1 mW

Protection class (IP) 40

Estimated range (m) 200 m in open space, 35 m indoors

Coding 52 bit rolling code

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 41x41x10

Weight (g) 14
 

Ondo
Wall or table 
shockproof holder

Opla
Wall plate

Go 
The module holder 
cover
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Go

Opla Ondo

WSW, WRW WSG, WRGWSB, WRB WST, WRTWSA, WRA WSS, WRS

WCF WCOWCG WCI

WWWWAX

Code Description Pcs./pack.

WAX Table-top support in white plastic and blue ice rubber 10

WWW Magnetic wall fixing for wax 10

Code Description Pcs./pack.

WRW Rectangular wall plate, white 10

WRB Rectangular wall plate, black 10

WRA Rectangular wall plate, aluminium 10

WRG Rectangular wall plate, graphite 10

WRT Rectangular wall plate, neutral transparent 10

WRS Rectangular wall plate, water green 10

Code Description Pcs./pack.

WSW Square wall plate, white 10

WSB Square wall plate, black 10

WSA Square wall plate, aluminium 10

WSG Square wall plate, graphite 10

WST Square wall plate, neutral transparent 10

WSS Square wall plate, water green 10

Code Description Pcs./pack.

WCF Mini cover, fern green 10

WCG Mini cover, graphite 10

WCI Mini cover, ice blue 10

WCO Mini cover, orange 10

Portable, wall-mounted and stand-on supportsWall supports

Mini cover
Go
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Era P BD Series
YubiiBiDi

Portable bidirectional transmitter to control 
awnings, blinds and rolling shutters

Up

Stop

Down

Slider

Group selection keys

Automation status 
querying

"Sun for You" key to 
activate/deactivate the 
sun sensors

Command reception feedback

blind wound

blind unwound

partial opening/closing

One and 6 channel versions,  
to manage up to 6 groups of auto-
mations in single, group or multi-
group mode, including with separate 
activation of climatic sensors.

Instantaneous commands: the new bidirectional 
radio protocol is about 30 times faster than the previ-
ous radio protocols. Automation control has never 
been faster!

User friendly with ergonomic design.

Just a click for the right light at all times:  
the Sun for You control key, with LED display, 
enables and disables reception of the automatic com-
mands transmitted by the system’s climatic sensors.

The Era P Vario version has a slider to control the 
manoeuvring speed of the Era Inn Edge motors 
and for the Go to Position function. 

Easy programming 
The same transmitter can be programmed in a num-
ber of blinds or shutters to create groups.
The Memo Group function enables the last multigroup 
to be recalled. New transmitters can be duplicated 
remotely and automatically just by placing the new 
transmitter next to the one already programmed and 
pressing a key.

Extended autonomy (two AAA 1.5 V alkaline batter-
ies).

Long range thanks to the Nice mesh network tech-
nology, the automations can repeat the command to 
reach even the most distant device (up to 500 m).

Comfort  
Thanks to the presence of a slider, a simple touch is all 
it takes to easily bring the blind or rolling shutter to the 
position corresponding to the pressure point, from 0 to 
100% of the travel (Go To Position function). 
 

Easy and automatic duplication by simply 
placing the two transmitters near each other.

Intuitive programming procedure using the 
keys on the back of the transmitter.

Handy wall support as standard.

P1SBD P6SBD PS6VBD

TECHNICAL SPECIFICATION
Code P1SBD, P6SBD, P6SVBD

Power supply (Vdc) Alkaline batteries - 2 x AAA x1.5 V 

Battery lifetime About 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Protection class (IP) 40 (Use in the home or in protected environments)

Average range (m) 500 m (max. Mesh network); 35 m (if inside a building)

Radio coding Rolling code (o-code)

Operating temperature (°C Min/Max) -5 - +55 

Dimensions (mm) 49x150x14

Weight (g) 85
 

Prog Esc

Code Description Pcs./pack

P1SBD Portable bidirectional transmitter to control one automation or automation group, with sun on/off key and key to 
verify automation status

1

P6SBD Portable bidirectional transmitter to control six automations or automation groups for activation in single or 
multigroup mode, with sun on/off key and key to verify automation status

1

P6SVBD Portable bidirectional transmitter to control 6 automations or automation groups for activation in single or 
multigroup mode, with slider, key for sun on/off and key to verify automation status

1

 

﻿
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YubiiBiDi

W1SBD W6SBD

Wall-mounted bidirectional transmitters  
to control awnings, blinds and rolling shutters

Code Description Pcs./pack

W1SBD Wall-mounted bidirectional transmitter to control one automation or automation group, with 
sun On/Off key and key to verify automation status

1

W6SBD Wall-mounted bidirectional transmitter to control 6 automations or automation groups for 
activation in single or multigroup mode, with sun On/Off key and key to verify automation 
status

1

 

TECHNICAL SPECIFICATION
Code

Power supply (VDC)

Battery lifetime 

Frequency

Protection class (IP)

Average range

Radio coding

Operating temperature (°C Min/Max)

Dimensions (mm)

Weight (g)

W1SBD, W6SBD

2 AAA 1.5 VDC alkaline batteries 

Estimated 2 years with 10 transmissions per day

433.92 MHz (±100 kHz)

40 (use in the home or in protected environments)

500 m (max. Mesh network); 35 m (if inside a building)

Rolling code 

-5°; +55°

80x80x15 

70

Easy duplication, just place the two transmitters 
near each other and press a key

Intuitive programming procedure using the 
keys on the back of the transmitter

Fully concealed wall support included in pack

Esc  
key

PRG 
key

Transmitter available in one and 6 
channel versions to control up to 
6 groups of automations in single, 
group, or multigroup mode, including 
with separate climatic sensor activa-
tion.
 

Simple management of groups: a single transmit-
ter can be memorised in a number of blinds to create 
groups.

Instantaneous commands: the new bidirectional 
radio protocol is about 30 times faster than the previ-
ous radio protocols. Automation control has never 
been so fast!

The MemoGroup function saves the last automation 
or automation group controlled. In this mode, when a 
control key (up, stop, down) is selected, the group is 
recalled without having to select it again.

Easy programming 
For Nice tubular motors with built-in radio receiver, an 
even simpler alternative programming procedure can 
be used, thanks to the two keys on the back of the 
transmitter in the battery compartment.

Rapid installation and maintenance  
New transmitters can be duplicated remotely and 
automatically just by placing the new transmitter next 
to the one already programmed and pressing a key.

Convenience 
Powered by 2 AAA 1.5 VDC batteries commonly avail-
able on the market.

Sun sensor control 
The "Sun for You" function enables communication 
with the system’s sun sensors (Nemo WSCT, Nemo 
SCT, Volo-S) to be activated and deactivated.
Thanks to the two LED indicators corresponding to the 
"Sun for You" key, the status (on/off) of the sun sen-
sors for the selected group/automation can be easily 
verified.

Up

Stop

Down

Group selection keys

LED to select 
the channel and 

display command 
reception 
feedback

Automation status querying

"Sun for You" key to activate/
deactivate the sun sensors 

Era W BD Series
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Portable radio transmitters to control 
awnings, blinds, rolling shutters  
and lights with ON/OFF function  
and slider dimmer.  

1, 6 and 18 channel versions, to manage up to  
18 groups in single, group or multigroup mode,  
including with separate activation of climatic sensors.

433.92 MHz, rolling code with self-learning.

User friendly with ergonomic design.

Just a click for the right light at all times: the 
Sun for You control keys, with LED display, enable 
and disable reception of the automatic commands 
transmitted by the climatic sensors in the installation.

The Era P Vario version features a slider for 
analogue control of the dimmer function, 
adjusting the luminosity of the lights and speed  
of the Era Inn Edge motors. 
 

Easy programming 
The same transmitter can be programmed in a number 
of awnings or shutters to create groups.
The Memo Group function enables the last multigroup 
to be recalled. New transmitters can be duplicated 
remotely and automatically just by placing the new 
transmitter next to the one already programmed and 
pressing a key.

Extended autonomy 
(two AAA 1.5 V alkaline batteries).
Long range 200 m in open space, 35 m indoors.

Comfort 
Thanks to the presence of a slider, a simple touch  
is all it takes to easily adjust the slant of Venetian 
blinds ("Tilting" function) or bring sun awnings and 
rolling shutters to the position corresponding to the 
pressure point, from 0 to 100% of the travel ("Go To 
Position" function).

Portable, to control awnings, blinds,  
rolling shutters and lights 

Selection LEDs

Up

Stop

Down

Slider for dimmer 
function

Group selection keys

“Sun for You” keys to turn 
sun sensors on and off 

Era P Series
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P6SVP6SP6P1S P1VP1 P18

Code Description Pcs./pack.

P1 Portable transmitter to control 1 electrical load system or automation group 1

P1S Portable transmitter to control 1 electrical load system or automation group, with sun on/off keys 1

P6 Portable transmitter to control 6 electrical load systems or automation groups for activation  in single  
or multigroup mode

1

P6S Portable transmitter to control 6 electrical load systems or automation groups for activation in single  
or multigroup mode, with sun ON/OFF keys

1

P18 Portable transmitter to control 18 electrical load systems or automation groups for activation in single  
or multigroup mode

1

P1V Portable transmitter to control 1 electrical load system with slider dimmer or 1 automation group 1

P6SV Portable transmitter to control 6 systems of electrical loads or automation groups for activation in single  
or multigroup mode, with slider dimmer and sun on/off keys

1

 

TECHNICAL SPECIFICATION
Code P1, P1S, P6, P6S, P18, P1V, P6SV

Power supply (Vdc) Alkaline batteries - 2 x AAA x1.5 V 

Battery lifetime About 2 years with 10 transmissions per day

Frequency 433.92 MHz ± 100 KHz

Protection class (IP) 40 (Use in the home or in protected environments)

Average range (m) Estimated average range 200 in open space, 35 indoors

Radio coding Rolling code (o-code)

Operating temperature (°C Min/Max) -5 - +55 

Dimensions (mm) 49x150x14

Weight (g) 85
 

Easy and automatic duplication by simply 
placing the two transmitters near each other.

Intuitive programming procedure using the 
keys on the back of the transmitter.

Handy wall support as standard.

Prog Esc
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Wall-mounted, to control awnings, blinds  
and rolling shutters

Wall-mounted radio transmitters  
to control awnings, blinds and rolling 
shutters.

Available in 1 and 6 channel versions to control up  
to 6 automation groups in single, group, or multigroup 
mode, including with separate climate sensor 
activation.
 
433.92 MHz, rolling code with self-learning. 

Simple management of groups: a single 
transmitter can be memorised in a number of 
awnings, vertical awnings or rolling shutters to create 
groups.

The MemoGroup function saves the last 
automation or automation group controlled. In this 
mode, when  
a control key (up, stop, down) is selected, the group  
is recalled without having to select it again.

Easy programming  

W1 W6SW1S W6

For Nice tubular motors with built-in radio receiver, an 
even simpler alternative programming procedure can 
be used, thanks to the 2 keys on the back of  
the transmitter in the battery compartment. 

Rapid installation and maintenance  
New transmitters can be duplicated remotely and 
automatically just by placing the new transmitter next 
to the one already programmed and pressing a key.

Convenience 
Powered by 2 AAA 1.5 Vdc batteries commonly 
available on the market.

Sun sensor control 
In W1S and W6S versions, thanks to the "Sun for 
You" function, managed through the Sun On and 
Sun Off keys, communication with the sun sensors 
present  
in the installation (Nemo WSCT, Nemo SCT, Volo-S) 
can be turned on and off.
Thanks to the two LED indicators corresponding to 
the "Sun for You" keys, the status (on/off) of the sun 
sensors for the selected group/automation can be 
easily ascertained.

Selection LEDs

Code Description Pcs./pack.

W1 Wall-mounted transmitter to control 1 electrical load system or automation group 1

W1S Wall-mounted transmitter to control 1 electrical load system or automation group,  
with sun on/off keys

1

W6 Wall-mounted transmitter to control 6 electrical load systems or automation groups  
for activation in single or multigroup mode

1

W6S Wall-mounted transmitter to control 6 electrical load systems or automation groups  
for activation in single or multigroup mode, with sun on/off keys

1

 

TECHNICAL SPECIFICATION
Code

Power supply (Vdc)

Battery lifetime 

Frequency

Protection class (IP)

Average range

Radio coding

Operating temperature (°C Min/Max)

Dimensions (mm)

Weight (g)

W1, W1S, W6, W6S
2 AAA 1.5 Vdc alkaline batteries 

Estimated 2 years with 10 transmissions per day

433.92 MHz (±100 kHz)

40 (use in the home or in protected environments)

Estimated 200 m in open space, 35 m indoors

Rolling code 

-5°; +55°

80x80x15 

70

Easy duplication, just place the two transmitters 
near each other and press a key

Intuitive programming procedure using the 
keys on the back of the transmitter

Fully concealed wall support included in pack

ESC  
key

PRG 
key

Up

Stop

Down

Group selection keys

“Sun for You” keys to turn 
sun sensors on and off 

Era W Series
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Era MiniWay

MW1 MW2 MW3

43 mm

80
 m

m

Miniaturised radio transmitters,  
for the intuitive management of 
awnings, blinds and rolling shutters.

1, 2 and 3 channels to control automations  
in Open-Stop-Close mode.

433.92 MHz, rolling code with self-learning.

Immediate and easy to use thanks to direct control 
of the group with specific keys.

Long range 200 m in open space, 35 m indoors.

Miniaturised, to manage awnings, blinds  
and rolling shutters

TECHNICAL SPECIFICATION
Code MW1, MW2, MW3
Power supply (Vdc) CR2032 3 Vdc lithium battery 

Battery lifetime Estimated 2 years with 10 transmissions per day 

Frequency 433.92 MHz ± 100 KHz

Antenna impedance Estimatedabout 1 mW e.r.p.

Protection class (IP) 40 (use at home or in protected environments)

Average range (m) Estimated 200 m; 35 m (indoors)

Coding Rolling code 52 bit FLOR 

Operating temperature (°C Min/Max) - 20 - + 55

Dimensions (mm) 43x80x11

Weight (g) 16
 

Code Description Pcs./pack.

MW1 Portable transmitter, activates 1 Open-Stop-Close automation in single or multigroup mode 1

MW2 Portable transmitter, activates 2 Open-Stop-Close automations in single or multigroup mode 1

MW3 Portable transmitter, activates 3 Open-Stop-Close automations in single or multigroup mode 1

 

Possibility of wall mounting using the specific support. Long autonomy (3V lithium battery).
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Era Krono

Wall-mounted radio or wired weekly 
programmable timer.  
Can manage up to 6 independent 
channels and memorise a maximum 
of 30 events.

Intuitive programming 
Easy configuration of device parameters and event 
programming thanks to the intuitive navigation menu, 
practical selection keys and large display.

Easy to use 
The selector on top of the programmer allows the user  
to switch easily and quickly from one operating mode 
to another. The user can view all parameters  
(date, time, movement, status and functions)  
in the graphic LCD display at any moment. 

The versatile easy-to-use  
programmable timer

Safe 
A PIN to access “Programming” mode can be entered 
to avoid accidental modification of the parameters set.   
When the transmitter is in “Manual” mode, the keypad 
can also be locked to prevent unauthorised people 
from using the device.

Maximum customisation  
The individual event parameters can be modified 
without having to cancel and recreate them.   
Events can be easily duplicated, making it quicker to 
create new scenarios differing in just a few variables.  
The user can temporarily disable unwanted events, 
then enable them later.

Long range 
200 m in open space, 25 m indoors.

Ergonomic design, ultra-thin and easy to install 
Simple wall fixing with practical concealed support. 
Standard dimensions with respect to common  
two-module wall supports. 

Practicality and comfort at your fingertips

3 DIFFERENT MODES
“Automatic”: runs the programmed events automatically at the set times;

“Manual”: Era Krono can be used as a transmitter to send up, stop and down commands;

“Holiday” runs the programmed events at random to simulate a presence in the home when the occupants  
are absent to dissuade intrusion attempts.

HIGHLY CUSTOMISABLE
Planetary time 
Automatically follows variations in sunrise and sunset, simply by selecting the name of the nearest city.  
You can wake up with the right light, lower the rolling shutters or raise the awnings at sunset throughout  
the year, without having to reprogramme the event. 

Memo Group  
Lets you simultaneously or independently manage up to 6 automation groups, with the possibility of associating 
particular functions to certain motors. For example, you can activate the “planetary clock” function for the rolling 
shutters in the sleeping area only and the “holiday” function for windows facing the street.

Climatic sensors On/Off  
Enables or disables the climatic sensors, allowing you to choose which of the automations connected  
to the sensors should react to changes in the weather.

Large 2.9” Display

Display of automation status

Up/stop/down keys to 
navigate the menu  

in programming mode

Practical selector to choose  
the four different programming modes 
(programming, automatic, manual, holiday)

Channel selection keys

Code Description Pcs./pack

KRONO 1WW Wall-mounted radio programmable timer, with lcd graphic display.
Battery-powered, manages 1 channel via radio

1

KRONO 6WW Wall-mounted radio programmable timer, with lcd graphic display.  
Battery-powered, manages up to 6 channels via radio

1

KRONO 1WC Wall-mounted programmable timer, with lcd graphic display.
Mains powered, manages 1 group of motors by wire

1

Krono 1WW Krono 6WW Krono 1WC

TECHNICAL SPECIFICATIONS
Code

Power Supply (Battery Lifetime)

Frequency

Radiated Power

Ingress Protection (Ip)

Estimated Range (M)

Coding

Clock Resolution

Clock Precision

No. Events Memorisable

Dimensions (Mm)

Weight (G)
 

KRONO 1WW KRONO 6WW KRONO 1WC

3 V With 1 Cr2450 Lithium Battery (2 Years With 10 Events/Day) 120/230 Vac (50/60 Hz)

433.92 Mhz ± 100 Khz -

Estimated <1 mW -

40

200 M In Open Space, 25 M Indoors -

66 Bit, 4.5 Million Billion Combinations -

1 Minute

± 150 Seconds/Year

30

80X80x20 H 80x80x50 h

85 95
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Niceway Sensor

Radio-controlled sun, temperature 
and internal luminosity sensor.

Savings and respect for the environment 
The NiceWay Sensor improves the thermal efficiency  
of the house, mitigating the effects of sunlight in hot 
climates and taking maximum advantage of it in cold 
climates, thus saving energy and reducing pollutant 
emissions. 

The sensor measures luminosity, ignoring peak 
values caused for example by people's shadows  
or rapidly moving clouds.

The NiceWay Sensor can control the opening  
of rolling shutters and sun awnings  to maintain 
the levels of ambient light and temperature 
within the desired limits. It automatically sends 
closure commands if the light is too strong or opening 
commands if the light is too weak.

Two versions, compatible with all Nice motors  
WMS01S, with “Sun” + “Ambient Light” sensor  
WMS01ST with “Sun” + “Ambient Light”  
+ “Temperature” sensor. 

Versatile 
The sensor can be installed on the window using the 
transparent support provided, or anywhere in the room 
using the NiceWay supports. 

Ultra-simple to programme and use 
thanks to the 128x49 px, graphic display with intuitive 
icon menu. Choice of 5 selectable languages  
and simple display of measured and set values. 

Operating modes

Window-mounting: the sensor measures light 
through the rear detector, which is oriented towards  
the outside, automatically controlling the opening/
closing, or just the closing, movements of the 
screening device. 

Wall-mounted or stand-on installation 
When positioned inside a room, the sensor detects 
luminosity from the front, including possible artificial 
light: When the light reaches or leaves the area  
of the room where the sensor is installed, this sends 
commands to the automation.  

“Demo” mode:
facilitates configuration and testing by converting  
the reaction time from the normal default setting  
of minutes into seconds to obtain an immediate 
response from the NiceWay Sensor. 

Stand-by mode and manual control  with immediate 
adaptation of the sensor’s operation.  Twilight switch 
function (WMS01ST). 

Sun, temperature and internal luminosity sensor

Code Description Pcs./pack. Certificates

WMS01S Sun-Ambient sensor. Suction support supplied 1

WMS01ST Sun-Ambient-Temperature sensor. Suction support supplied 1

 
TECHNICAL SPECIFICATION
Code WMSO1S WMS01ST
Power supply (Vdc) 3V with 1 CR2032 lithium battery

Battery lifetime > 1 year with 2 activations and 10 commands per day

Graphic display 128x49 pixel

Frequency 433.92 MHz ± 100 KHz

Coding 52 bit rolling code

Radiated power Estimated about 1 mW

Average range Estimated 200 m in open space, 35 m indoors

LIGHT SENSOR SPECIFICATIONS
Measurement range (klux) 0.05 - 50

Threshold setting (klux) 1 - 40

TEMPERATURE SENSOR SPECIFICATIONS
Measurement range (°C) - -10 - +50

Threshold setting (°C) - 0 - +40

Protection class (IP) 40

Operating temperature (°C Min/Max) -20 - +55

Dimensions (mm) 41x41x12

Weight (g) 18
 

Mounting on glass 
Transparent suction support as standard  
to apply to window glass

Stand-on mounting  
Can be inserted in all NiceWay line supports 
(table-top, wall-mounted) to regulate luminosity 
in specific zones in the rooms

Wall-mounting
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