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We imagined the freedom  
to explore the world  
and turned it into a  
house-system.
Connected, integrated and customisable.  
Safe and easy to use. The smart home system  
is the Nice project that puts the way you want to live 
at the centre of the automation.

Even when you’re busy exploring the world.

CATGD24/EN/00  •  The information shown in this publication is purely indicative. Nice reserves the right to make any modifications to the products as it sees fit.

Gate, garage door  
and barrier automation  
and control systems.
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Why

Nice
We’re born with the simple gesture of welcoming: 
opening gates means inviting everyone to discover 
simple-to-use, easy-to-install projects,  
designed to improve well-being.

We create smart building management systems,  
we think innovative in substance and design-conscious 
in form.

Why Nice?
Because every day, Nice designs not just automations, 
but modular, customisable systems to make life safer, 
easier and  
nicer.
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An international network.

We speak more than 20 languages, 
are present in 100 countries 
worldwide and have more than 30 
nationalities.
We operate worldwide through direct 
subsidiaries, with 15 research centres 
able to transform the consumer’s needs 
into efficient building management 
systems.
Our ever-growing, future-tuned spirit 
vibrates in our hub, TheNicePlace, 
dedicated to interaction and participation.

Design thinking, simple.

We are creative in imagining needs, 
pragmatic in finding solutions.
Making products has never been enough 
for us: we design solutions and methods 
to get the most out of life.
We are attentive to the inspiration that 
comes to us from the world to guide us 
in the design of connected, integrated 
networks, realising or anticipating needs.

The technology, smart.

Our approach to technology is 
people-centred: we design modular 
customisable systems for them, aware 
that everyone has different lifestyles and 
habits.
We like technology to be simple, to 
solve problems, to also meet the needs 
of a fragile public, to be nothing but the 
pleasure and safety of a building that 
dialogues with its occupants.
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In line with the goals of the UN 2030 Agenda, we 
are committed to designing systems that encourage 
reduced environmental impact, combat energy waste 
and are produced with particular focus on the planet’s 
ecological balance.

Our planet is the Earth,  
our home is the future.

We design for a clean, sustainable, safe 
future.

Nice,  
we design a 
sustainable 
future.



77

Life oriented

Our focus on sustainability is part of 
our active commitment to make the 
lives of those who choose Nice  
safer and more aware.
We develop projects that optimise 
management of natural light and heat; we 
implement systems to control  
energy consumption; we ensure safety 
and well-being by measuring air quality 
and the presence of harmful gases, 
offering integrated systems providing 
comprehensive management of buildings 
and improving their occupants quality of 
life.

Planet oriented

Our love for the Earth drives us to 
create systems  
to help control the energy 
consumption of buildings.
Our building management solutions are 
designed with sustainability in mind, to 
reduce environmental impact and boost 
energy efficiency.
We develop control  
and management solutions for heating, 
cooling and lighting, and for monitoring 
electrical loads. We work alongside 
users to offer new models of conscious 
wellbeing.

Future oriented

We make products aimed at reducing 
our footprint on the world and im-
proving the quality of life.
Environmental sustainability is important 
to us. In fact, we were the first to set 
out guidelines for the life cycle of electric 
motors with the Life Cycle Assessment, 
obtaining international EPD (Environmen-
tal Product Declaration) certification.
We design safe home automations, using 
fewer resources and recycled materials 
along the way.
Our sustainable packaging is made from 
100% recyclable natural cardboard, with 
no plastic and our instructions are availa-
ble in digital format.
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Beautifully  
designed  
concepts.
Ease of use, reliability and flexibility: every one of 
our products is designed to provide the  
best in technology and the finest in design.

We believe in true design, the design that makes the 
function of an object simpler, more intuitive and more 
pleasing, born from the interaction between design, 
innovation and sensitivity, a design confirmed by 
prestigious awards and  
numerous international recognitions.

All Nice products are covered by a  
3-year warranty (5 years for tubular motors).
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Expert professionals, continuously up-to-date 
and ready to give concrete answers to their 
customers.

Nice know-how is available to installation professionals, 
a valuable tool for professional growth with training 
projects covering products and systems.
Courses are available face-to-face, through webinars or 
via the web to adapt to everyone’s needs and times, to 
convey all our technical knowledge and provide all the 
tools needed to satisfy  
consumers.

Training  
by your  
side.
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Dialogue  
with your home.

Can coming home be even easier?
Thanks to the connected automations, you 
can manage your home automations in total 
freedom and with ever greater personalisation.
What’s more, thanks to the new Nice interfaces, 
automations for previously installed gates and 
garage doors can also be integrated into the 
smart home system and controlled easily via 
Amazon Alexa, Google Assistant or Siri.

“	Hey Google,  
open the gate”
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You can control your 
home automations by 
voice |n|commands in 
the simplest way possible, 
including from your smart 
watch or your car’s infotain-
ment system, via Amazon 
Alexa, Google Assistant or 
Siri.

The Nice smart home 
system is highly integrat-
ed and safe. It can guar-
antee maximum simplicity 
of use and peace of mind 
when managing your home 
automations even remotely, 
warning you if there’s some-
thing wrong.

More control, including 
from your smartphone. 
Via the Yubii or MyNice 
app, you can control all the 
automations even when 
you’re far from home. You 
can also choose how to 
personalise your home to 
suit everyone’s needs.

Even when  
far from home.

MyNice  
App

Yubii  
App

“	Hey Google,  
close everything ”

Life is  
simpler.

The programming and communication interfaces 
make it easy to integrate Nice Gate&Door sys-
tems into the smart home system. The automation 
becomes smart and can be controlled via smartphone, 
tablet or voice control with Amazon Alexa, Google As-
sistant or Siri.

“	Hey Google, did  
I close the garage? ”

More automations,  
more convenience.

BIDI-WIFI 
Plug-in communication and programming 
interface to configure the automation via smart-
phone.

BIDI-ZWAVE
Plug-in interface for communicating between 
the Z-WaveTM gateway and Nice motors.

 24

 22

 26

IT4WIFI
Smart Wi-fi interface to manage gates and 
garage doors remotely via smartphone.

11
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Find out more on page  196

MyGO, transmitters  
designed for any 
style and taste.
The new MyGO unidirectional and bidirectional transmitters  
with an effective, sleek design. With 433.92 MHz radio frequency, 
available in 2, 4 and 8-channel versions, compatible with Nice O-Code 
encoded receivers.
The range also includes MYGO FM with 868.46 MHz,  
with 2 or 4 channels guaranteeing greater immunity from interference.

Everything is simple with MyGO, everything works even better: 
programming and control in just a few steps.

Remotely activate an 
additional remote control 
through the Pro-View inter-
face and MyNice Pro app or 
use a MYGOBD transmitter 
already enabled in the receiv-
er.​

Check your gate/garage 
door at any time with a 
simple click.

Info LED flashes red to 
signal low battery during 
transmission.​

The bidirectional radio 
protocol uses GFSK mod-
ulation to ensure immunity 
from interference.​
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Do you want 
more from your 
automations?
More control, fewer worries.
By integrating your automations into the Nice ecosystem, 
you can live your home with more comfort and fewer 
worries.

Do you already have a 
Nice automation?
Upgrade,  
it couldn’t be easier!
With the OXIBD receiver, 
compatible with all Nice con-
trol units with SM connector 
and with all Nice radio proto-
cols.

Is the gate or garage 
door motor not Nice?

With the OX2UBP hardware 
interface, installed together 
with OXIBD, third-party motors 
can also be integrated into the 
Yubii ecosystem.

Find out more on page  206
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Hi-Speed version

New series of 
Robus motors for 
sliding gates.
New generation of motors for sliding gates from 400 to 
600 kg, including a Hi-Speed version: high-performing, 
smart, connected.

Innovative design with connectivity in mind, making these 
motors high-performing and under control at all times.

Robust, functional mechanics: the choice of construction ma-
terials, design of the internal components and use of high-quality 
lubrication systems guarantee robustness and maximum efficiency.

Easy to install thanks to compatibility with previous Nice models 
and practical adjustment systems.

Robus400
For sliding gates up to 
400 kg.

Robus600
For sliding gates weigh-
ing up to 600 kg.

Robus600 HS
For sliding gates weigh-
ing up to 600 kg.

-31%

Environmental savings
Environmental Product Dec-
laration (EPD) available. CO2 
emissions compared to the 
previous Nice model*:

* Declaration and data verified 
in accordance with internal EPD 
management procedure; process verified 
by accredited third-party body.

Compared using ROBUS600 model.

 NICE GREEN INNOVATION
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Spider: new 
motors for garage 
doors.
New motor for sectional doors up to 16.9 m2 and up-and-
over doors up to 19.5 m2. Two models with control unit and 
integrated bidirectional receiver:
-	1200N with Brushless technology and built-in Wi-Fi,
-	800N with built-in Wi-Fi.

With Spider the garage automation also 
becomes connected and sustainable.

-25%

Environmental savings
Environmental Product Dec-
laration (EPD) available. CO2 
emissions compared to the 
previous Nice model*:

* Declaration and data verified 
in accordance with internal EPD 
management procedure; process verified 
by accredited third-party body.

Compared using Spider 1200N and Spin 
40 models.

 NICE GREEN INNOVATION

Carriage 100% integrated

Minimal bulk  
3 cm high

Compact and 
robust metal base, 
10.5 cm high

Longer usable travel  
+20 cm

Built-in LED cour-
tesy light
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Made from over 80% recy-
cled plastic.

Reduced consumption: 
90% lower in standby mode.

Equipped with brushless 
motor designed for intensive 
use up to 150 cycles per day 
(SPIDER1200BLW).

Built-in anti-intrusion sys-
tem for detecting forced entry 
through the garage door.

Quick and easy programming 
via the MyNice Pro app.

Eye Check System for 
monitoring automation status 
at any time.

Spider, performance and design:
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BiDi BlueBus

BUS T4

Nice BlueBUS communication system
Allows all devices to be easily connected to the control unit with just 
two wires, by simply connecting them in parallel and selecting the 
addressing jumpers according to the required function.

Bidirectional radio protocol
Allows two-way communication between the transmitter and receiver, 
providing safer signal transmission and the possibility of receiving feed-
back on command reception and automation status.

Yubii ecosystem
Connects all new and existing Nice automations in the home and 
allows them to be controlled remotely via App.

BUS T4 connection
Communication protocol allowing creation of extensive networks of 
compatible automation systems, all managed from a single point via 
Nice programmers.

Solemyo System
Solar power system for gate, garage door and road barrier automa-
tion systems without access to a mains power connection. Installable 
anywhere: without the need for connections or excavations, even in 
the most remote locations or those difficult to access with the power 
mains.

Opera Control
For controlling, programming and checking automation systems, 
including remotely. The Opera system consists of the Inti, One and 
One BD transmitters, OXI and OXIBD receivers, the O-Box connection 
interface and communication software. All components communicate 
via BUS-T4 or O-Code rolling code to guarantee more secure trans-
missions.

 20

 228

Find out more  yubii.niceforyou.com

Glossary and legend of symbols

18

Yubii

Solemyo

Opera

https://yubii.niceforyou.com
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Open to the 
future, the space 
gets smart.

, a single ecosystem to connect, simplify and control all 
home automations.

Connect automations via the Nice gateway to create personalised 
scenarios that can be controlled either by smartphone or by setting a 
button on the bidirectional remote control.

Yubii Home Pro gateway integrates 
easily with over 3000 third-party 
interfaces.

Yubii App
The new Yubii app provides the highest possible level of 
comfort and efficiency in home automation management.

Compatible with:

Communicates via protocols:

Nice radio       elero radio
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The Nice Smart Home system:
easy and wireless, integrable and flexible,  
secure and always in control.

View the full catalogue  
of Smart Home solutions 

SCAN ME SCAN ME

Smart Home 
Solutions

Smart Home 
Solutions

 DISCOVER HOW TO USE 
OUR SOLUTIONS

https://www.niceforyou.com/sites/default/files/upload/catalogues-brochures/SMARTHOME_professional_IT.pdf
https://www.niceforyou.com/sites/default/files/upload/catalogues-brochures/SMARTHOME_enduser_IT.pdf
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BiDi-ZWave

BUS T4

BiDi-ZWave can be installed on Nice 
automations with BUS T4 connector to 
integrate and manage them through any 
Z-WaveTM.

Easy to install: plug-in interface, no program-
ming required.

With BiDi-ZWave, through the app and the 
home’s Z-WaveTM gateway, you can:

• access the IoT functions,
the app will suggest the actions to be per-
formed based on the information gathered
from the user’s habits;

• manage automations using
voice commands;

• obtain support for automation diagnos-
tics
and maintenance, report the presence
of anomalies or problems and suggest the
measures to be taken.

Plug-in interface for communicating between 
the Z-WaveTM gateway and Nice motors.

TECHNICAL SPECIFICATIONS

Code Description Pcs. Pack
BIDI-ZWAVE Z-Wave plug-in interface 1

Code BIDI-ZWAVE
Power supply 24V supplied by the control unit to which the BiDi-ZWAVE - IBT4ZWAVE is connected
Current draw (mA) maximum 50
Radio transmission (MHz) 868,0 - 868,6 / 869,7 - 870,0
Antenna cable length (m) 1 / 3
Protection class (IP) 40
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 37x 28xh21
Weight (g) 10

Signal LEDs

Z-Wave

BUS T4

Voice Commands
Managing the home’s automations is 
even easier, including from your smart 
watch or the car’s infotainment system 
via Amazon Alexa, Google 
Assistant or Siri. 

Yubii App
By using your smartphone 
and the Yubii app, you 

can manage all your Smart Home 
automations and Z-Wave devices 
wherever you are.

DESIGNED FOR  
END CONSUMERS

https://vimeo.com/438130098
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Have a good day! Do you want 
to open the gate?

Possible danger: there is a higher 
level of CO in this zone.- Do you want 
to open the garage door?

YES     NO

YES     NO

“Hey Siri, open the gate”

Check for obstacles between 
the photocells

Please check whether the 
photocells are obstructed

BiDi-ZWaveGateway 
Z-WaveTM

CO 
Sensor

Nice  
Control Unit

BiDi-ZWaveGateway 
Z-WaveTM

Nice  
Control Unit

Voice  
commands*

BiDi-ZWaveGateway 
Z-WaveTM

Nice  
Control Unit

Smartphone

BiDi-ZWaveGateway 
Z-WaveTM

Nice  
Control Unit

Z-WaveTM Door 
Window Sensor

Gate Scenario: Morning Routine

Gate&Door Scenario: Voice Commands

Gate Scenario: Hazard Prevention

Gate Scenario: Automation Diagnostics

*Voice commands via Siri through the Apple Shortcuts app, via Alexa and Google through their respective speakers and speaker apps.
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BiDi-WiFi
Pocket-sized programming interface for 
controlling Nice automations by smartphone.

BiDi-WiFi is the easy, pocket-sized plug-in 
interface, compatible with all Nice automations for 
gates and garage doors with Bus-T4 connector.

BiDi-WiFi and the MyNice Pro 
programming app make installa-
tion configuration easy and 

efficient. 

Programme the automation: plug in, set up 
and go. 
Once plugged into the control unit, the BiDi-WiFi 
interface automatically generates a Wi-Fi 
network that allows the automation to be 
configured via the MyNice Pro app, so all auto-
mation programming steps can also be carried 
out from the comfort of your own vehicle.

Control the system easily. 
Procedures guided by a wizard with a descrip-
tion of the parameters displayed as in the 
instruction manual. The search function lets you 
easily find the parameter you want to programme 
to complete the installation.

Dedicated cloud management. You can consult 
an overview of interventions, geolocation via 
map and statistics, to guarantee your customers 
a fast and efficient service and rapid response 
times.

Firmware update  
By recognising the Gate&Door control unit, Nice 
technology lets you update the firmware and 
view manuals to easily access information on the 
automation throughout the intervention.

BiDi-WiFi and the MyNice app 
allow the gate and garage door to 
be controlled locally or remotely 

with a smartphone or via a voice assistant, 
without a gateway.

Nice ProConnect.

When BiDi-WiFi is connected to the Nice cloud, 
via the MyNice app, the end user can enable the 
installer to manage the automation remotely, set-
ting the times and authorisation level; full or partial 
automation management.

If enabled, the installer can intervene remotely via 
the MyNice Pro app, according to the authorisa-
tion received.

TECHNICAL SPECIFICATIONS

Code Description Pcs. Pack
BiDi-WiFi Pocket programming interface 1

Code BIDI-WIFI
Power supply 12-24V
Max. power draw (W) 1,2
Wi-Fi interface with internal antenna 802.11b/g/n – 2.4GHz client / AP (P < 20 dBm EIRP)
WIFI Safety OPEN/WEP/WPA-PSK/WPA2-PSK
Protection class (IP) 40
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 43.9 x 27.5 x 21h
Weight (g) 15

Wi-Fi

BUS T4

Voice Commands
Managing the home’s automations is 
even easier, including from your smart 
watch or the car’s infotainment system 
via Amazon Alexa, Google 
Assistant or Siri. 
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MyNice Pro App

Allows Nice installers to work on 
automations directly from their 
smartphone via the BiDi-WiFi 
multifunction interface.

DESIGNED FOR  
INSTALLERS

Functions

Requisites

Commands: open, stop, close, plus those provided by 
the automation

A maximum of 20 users can be associated with the BiDi-
WiFi/IT4WiFi

Android 10 or better

Wi-Fi access point supporting Apple’s Bonjour service

To configure BIDI-WIFI with the 
MyNice App, see the instructions 
on the Nice site.

http://www.niceforyou.com/it/supporto

The end customer can 
upgrade Core, BiDi-WiFi 
and IT4WiFi to implement 
important new features.

 

MyNice App

Controlling the gate and garage 
door by smartphone.

DESIGNED FOR  
END CONSUMERS

Main features

Intuitive interface

Fast and easy search functions

Detailed description of functions

Programme backup and restore

Programming with MyNice Pro App

Plug-in interface

Remote control with MyNice App

BiDi-WiFi functions
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https://www.niceforyou.com/it/supporto
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IT4WIFI
Interface for controlling Nice automations by 
smartphone.

Wi-Fi interface allowing control of Nice 
gate and garage door automations 
compatible with the BusT4 protocol.

Ultra-easy to install:

1	Using the cable provided, connect the BusT4 
socket on the Wi-Fi interface to the IBT4N* 
connected to the Nice control unit.

2	Choose whether to use IT4WIFI with 
the MyNice or Apple HomeKit protocol. 
Then configure the interface using your 
smartphone.

The IT4WIFI interface can be installed in the 
control unit or in a protected environment. A 
BusT4 cable up to 100 m long can be used to 
achieve the Wi-Fi range.

Voice commands: open and close the garage 
door with Siri: the automation can be activated 
with just a voice command.

Programmed actions: certain actions can 
be programmed to take place at set times and 
days. For example: “From Monday to Friday, 
open the gate and garage door at 19.00”.

Integration with the Apple HomeKit.
Nice has Apple HomeKit certification 
with the IT4WIFI interface: manage Nice 
automations with Apple’s Home app and 
create personalised scenes with the other 
HomeKit devices connected.

* The IBT4N adaptor connects the BusT4 cable to Nice 
control units without RJ-11 input.

TECHNICAL SPECIFICATIONS

Code Description Pcs. Pack
IT4WIFI Kit containing: 1 x Wi-Fi interface, 1 x RJ-11 telephone cable, 1 x IBT4N adapter 1

NB: IT4WIFI is not compatible with Wide and Sumo.

Code IT4WIFI
Voltage (V) 24
Current (mA) 30
Maximum power draw (mW) 700
Wi-Fi interface 802.11b/g/n - 2.4 GHz
Power 14dBm at connector
Safety OPEN/WEP/WPA-PSK/WPA2-PSK
Antenna connector SMA
Protection class (IP) 30
Working temperature minimum -20°C, maximum +50°C
Dimensions (mm) 58x63x24 (excluding SMA and antenna)
Weight (g) 60

IBT4N
Interface for connecting 
the Pro-View 
programming unit and 
IT4WIFI smart interface.

Voice Commands
Managing the home’s automations is 
even easier, including from your smart 
watch or the car’s infotainment system 
via Amazon Alexa, Google 
Assistant or Siri. 
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Functions Functions

Requisites Requisites

Commands: open, close

Voice commands by Siri

Geolocation

Commands: open, stop, close, plus those provided by 
the automation

A maximum of 16 users can be associated with the IT4WIFI

iOS 13 or better

Wi-Fi access point supporting Apple’s Bonjour service

Domestic hub: 4th generation Apple TV with tvOS 10 or 
later versions

A maximum of 20 users can be associated with the BiDi-
WiFi/IT4WiFi

Android 10 or better

Wi-Fi access point supporting Apple’s Bonjour service

To configure IT4WIFI with the Home 
app, see the instructions on the Apple 
website.

https://support.apple.com/it-it/HT204893

To configure IT4WIFI with the app
MyNice, see
the instructions
on the Nice site.

http://www.niceforyou.com/it/supporto

Application of the Works with Apple HomeKit logo indicates that the elec-
tronic accessory in question has been designed specifically to connect with 
the iPod touch, iPhone or iPad respectively and that the developer certifies 
its compliance with the performance standards defined by Apple. Apple 
is not liable for functioning of the device or its compliance with legal and 
safety standards.

Home App by Apple

Controlling the garage door by iPhone and Apple 
Watch using the Apple HomeKit protocol.  
Creation of scenes with the other HomeKit accessories.

 ALSO FOR  
APPLE USERS  

MyNice App

Controlling the gate and garage 
door by smartphone.

DESIGNED FOR  
END CONSUMERS

https://www.niceforyou.com/it/supporto
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Rapid  
user-friendly App

Procedures guided by a 
wizard with a description of 
the parameters displayed as 
in an instruction manual.

Remote control  
management tool

Rapid programming, mul-
ti-user dashboard and the 
possibility of creating a data-
base of your installations.

Management cloud for 
your activity

Statistics and geolocation of 
installations to optimise the 
work of the entire team.

Real time  
firmware updates

Check for available updates 
while working on the auto-
mation.

Simplified  
viewing of manuals

Access the  
manual of the automation  
you are programming in real 
time.

Pro-View

Thanks to Pro-View and the MyNice 
Pro App, you can install devices easily 
even while sitting comfortably in your 
vehicle.

Simplified  
installation.

transmitters

receivers

control units App



Pro-View is a simple 
user-friendly tool, 
thanks also to the 
MyNice Pro App 
and Nice Cloud, to 
make your job easier, 
whether managing 
a single installation 
or your company’s 
system.
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Pro-View Pro-View is conceived to give profession-
als a new generation tool to make their work 
easier. Its numerous functions also simplify 
installation.

Advantageous: via the MyNice Pro App and 
Nice Cloud, installers can configure the automa-
tion simply and intuitively following the guided 
programming procedure, control the status of 
accessories, create and manage a database of 
their installations with absolute safety, monitor 
the status of the systems at all times, manage 
programming remotely and also provide cus-
tomers with remote assistance.

Advanced:

•	 Nice bidirectional protocol to access and pro-
gramme the new Nice bidirectional receivers 
and transmitters;

•	 functions of the traditional O-View and Obox 
tools. 

With Pro-View, you can also:

•	 programme via radio One series unidirectional 
and bidirectional transmitters and Inti;

•	 manage via WiFi all functions of One series 
unidirectional and bidirectional transmitters 
and Inti with built-in transmitter.

SCAN ME

Easy
Installation

Sturdy and resistant:  
special protective case

Multifunction interface, for connection to Nice control 
units by BUS T4, enables Nice automation systems to be 
installed and configured by smartphone via the MyNice Pro 
App.

TECHNICAL SPECIFICATIONS

Code Description Pcs. Pack
Pro-View Multifunction interface 1

Code Pro-View
Input 5V microUSB connector
Optional battery power 2x AA NiMh rechargeable
Maximum power draw (W) 1,5
Wi-Fi interface with internal antenna 802.11b/g/n – 2.4 GHz (P<10mW)
Safety OPEN/WEP/WPA-PSK/WPA2-PS
Interfaces T4
Dual-band radio transmission Bidirectional dual band 433.54 - 433.92 MHz / 868.3 - 868.94 MHz (P<10mW)
Protection class (IP) 30
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 113x64x33
Weight (g) 100

* Transmitter range and receiver reception capacity may be affected by any other devices operating on the same frequency in 
the area and by the position of the system’s radio antenna.

ACCESSORIES

Code Description Pcs. Pack
CABLA06 Cable for programming OXI series universal receivers 1

Handy and compact,  
2 hours operating time

BiDi

BUS T4

OXIBD

IBT4N
Interface for connecting 
the Pro-View 
programming unit and 
IT4WIFI smart interface.
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One tool, a great many functions, with the 
MyNice Pro App you can:

•	 set up the automation following the guided 
programming procedure;

•	 set and manage all the configuration param-
eters;

•	 manage accessories such as transmitters;

•	 view diagnostics, manage programming 
remotely and also provide remote assistance;

•	 save the last configuration backup of the 
control unit and/or receiver on the Nice 
Cloud, store the backup on your device and 
call up the saved information whenever you 
want; access product documentation rapidly;

•	 create, geolocate and manage the installation 
remotely via an intuitive dashboard, add a 
photograph of the installation;

•	 automatically recognise the automation 
system, update the control unit firmware and 
download the instruction manual.

Allows Nice installers to work on automa-
tions directly from their smartphones via 
the Pro-View multifunction interface.

Work managed with maximum speed and 
efficiency.

Through the Nice Cloud section reserved for 
installers, you can:

•	 view all your past installations;

•	 view all your past interventions;

•	 view photographs of the installation;

•	 the administrator profile can manage further 
users able to use all the functions, to keep 
the work of the whole team under control at 
all times.

MyNice Pro App Nice Cloud

Main features

Intuitive interface

Fast and easy search functions

Detailed description of functions

Programme backup and restore

 DESIGNED FOR  
INSTALLERS

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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The series of fast automations for swing  
and sliding gates and now also for garage doors:
Nice cuts waiting times!

Hi-Speed
Faster than 
Ever.

High-speed motors

The perfect solution where rapid opening and 
closing manoeuvres are required, ensuring the 
shortest waiting time and maximum comfort. 
Nice, for your peace of mind.

A versatile range

A complete offer to meet a range of installation 
requirements, characterised by precision and 
reliability thanks to the  
obstacle detection technology. Ideal in 
residential, commercial and industrial 
applications.

100% safety

Thanks to the advanced technology of Nice 
control units and the safety devices, Hi-Speed 
line automation systems are synonymous 
with efficiency, reliability and comfort, in full 
compliance with European standards.
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For swing gates

Toona HS . . . . . . . . . . . . . . . . . . . . . . . . . . . .   34
Wingo HS . . . . . . . . . . . . . . . . . . . . . . . . . . . .   36
Titan HS . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   38
Hyke HS . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   40
M-Fab HS . . . . . . . . . . . . . . . . . . . . . . . . . . . .   42
L-Fab HS . . . . . . . . . . . . . . . . . . . . . . . . . . . .   44

For sliding gates

Robus 600 HS . . . . . . . . . . . . . . . . . . . . . . . .   46
Robus HS . . . . . . . . . . . . . . . . . . . . . . . . . . . .   48
Run HS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .   50

For garage doors

Spykit 650 HS BD . . . . . . . . . . . . . . . . . . . . .   52

Hi-Speed 
Systems



https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TO5024HS Non-reversible, 24 VDC, fast, with magnetic encoder, mechanical stop in 
opening and closing 20

TO6024HS Non-reversible, 24 VDC, fast, with magnetic encoder, mechanical stop in 
opening and closing 20

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

TECHNICAL SPECIFICATIONS

Code TO5024HS TO6024HS
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) >> 0,025 << >> 0,016 <<
Force (N) 1800 2200
Working cycle (cycles/hour) 95 41
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 965x115x105 h 1200x128x150 h
Weight (kg) 7,5 15

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS

10
5

115

15
0

1281200 mm

584

965 mm

505 ÷ 540

TO5024HS

TO6024HS

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

T
O

50
24

H
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T
O
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H
S

Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• • EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Wingo HS
For fast operation of swing gates  
with leaves up to 3 m or 200 kg.
Ideal for residential applications.

Also available in a KIT

Electromechanical gearmotor, surface mounted, 
24 VDC with magnetic encoder.

Guarantees fast manoeuvres: 90° opening in 
about 10* seconds.

Reliable: the magnetic encoder keeps the set 
values stable over time and guarantees precise 
obstacle detection.

Quiet: patented arrangement of internal com-
ponents and fewer moving parts.

Easy to install: electrical connections from 
above, with gearmotor mounted.

Mechanical limit switches: pre-mounted in 
opening.

Moonclever MC824H control unit.

*	 Considering standard installation, excluding 
acceleration and deceleration.

Practical key release

Exclusive patented 
arrangement of internal 
components

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WG3524HS Non-reversible, 24 VDC, fast, with magnetic encoder, mechanical 
stop in opening and closing 15

WINGO3524HSSBDKCE

Kit for automating swing gates with leaves up to 3 m, 24 VDC, 
surface mounted, with bidirectional technology. The kit contains 
WG3524HS, 1 x MC824H, 2 x MYGO4, 1 x BIDI-WIFI, 1 x EPMB, 1 
x ELDC, 1 x TS.

15

The WINGO3524HSSBDKCE kit contains:
Code Description Quantity
MC824H Moonclever control unit 1
MYGO4 4-channel 433.92 MHz transmitter 2

BIDI-WIFI Plug-in interface for communication between Z-Wave gateway and 
Nice motors 1

EPMB Pair of surface mounted photocells with provision for connection via 
Nice BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
PLA14 Screw-on adjustable rear bracket 2
PLA15 Screw-on adjustable front bracket 2
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and 
PSY24 battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

TECHNICAL SPECIFICATIONS

Code WG3524HS
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) >> 0,04 <<
Force (N) 1500
Working cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

OPERATING LIMITS
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DIMENSIONS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Titan HS
For rapid operation of swing gates with  
leaves up to 3.7 m (TTN3724HS, TTN3724RHSS), 
6 m (TTN6024HS, TTN6024RHS) or 450 kg.

Electromechanical gearmotor, surface mounted, 
24 VDC with magnetic encoder.

Guarantees fast manoeuvres: 90° opening 
in about 12* seconds with TTN3724HS and 
TTN3724RHS or 19* seconds with TTN6024HS 
and TTN6024HS.

*	 Considering standard installation, excluding 
acceleration and deceleration.

Reliable: the magnetic encoder keeps the set 
values stable over time and guarantees precise 
obstacle detection.

Easy to install: electrical connections easily 
accessible from above, thanks to the dedicated 
input. The fixing brackets are supplied with the 
motor.

Versatile: the motor can also be installed in the 
bottom part of the gate leaf, at a distance of at 
least 110 mm from the ground.

Practical and safe: the convenient key release 
located in the top part of the motor allows the 
gate leaves to be opened and closed manually 
in the event of a blackout.

Models TTN3724HS and TTN6024HS are 
compatible with the Moonclever MC824H 
control unit, while models TTN3724RHS 
and TTN6024RHS are compatible with the 
MC824HR control unit **.

**	Not compatible with the SYKCE solar power 
kit.

Practical key  
release

Easy access to internal 
components in the top 
part of the motor

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TTN3724HS Non-reversible, 24 VDC, fast, with magnetic encoder, for swing gates with 
leaves up to 3.7 m or 450 kg 32

TTN3724RHS Reversible, 24 VDC, fast, with magnetic encoder, for swing gates with 
leaves up to 3.7 m or 450 kg 32

TTN6024HS Non-reversible, 24 VDC, fast, with magnetic encoder, for swing gates with 
leaves up to 6 m or 450 kg 32

TTN6024RHS Reversible, 24 VDC, fast, with magnetic encoder, for swing gates with 
leaves up to 6 m or 450 kg 32

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

TECHNICAL SPECIFICATIONS

Code TTN3724HS TTN6024HS TTN3724RHS TTN6024RHS
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 6 7 6 7
Power (W) 150 170
PERFORMANCE DATA
Speed (m/s) >> 0,032 << >> 0,027 << >> 0,032 << >> 0,027 <<
Force (N) 1900
Working cycle (cycles/hour) continuous cycle
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 54
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 910x105x170 h 1080x105x170 h 910x105x170 h 1080x105x170 h
Weight (kg) 8 9 8 9
L max / L min / stroke (mm) 1370 / 860 / 510 1710 / 1030 / 680 1370 / 860 / 510 1710 / 1030 / 680
WxH (mm) 105x170

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS
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Control unit/Receiver

Integrated*

• • MC824H / OXIBD / OXILR

• • MC824HR / OXIBD / OXILR

Transmitter

• • • • ERA INTI - 2 channels, 433.92 MHz, different colours

• • • • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • • • ERA ONE BD / MYGOBD / ERA ONE LR

• • • • ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• • • • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• • • • EPMORB - Medium, BlueBUS, reflective

• • • • EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • • • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • • • ELDC

• • • • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Hyke HS
For fast operation of swing gates  
with leaves up to 3 m or 270 kg.
Ideal for residential applications, including with  
large posts.

Electromechanical gearmotor with articulated 
arm, surface mounted, 24 VDC, with magnetic 
encoder.

Ideal for intensive use and fast manoeu-
vres: 90° opening in about 10* seconds.

Powerful and reliable: thanks to the 500 Nm 
torque and encoder technology, for millimetric 
accuracy and reliability.

Safe movement: double technology obstacle 
detection.

Sturdy: thanks to the polyester painted alumini-
um body; more weather-resistant.

Two non-reversible, 24 VDC versions with 
opening and closing limit switches: with inte-
grated control unit (HK7024) or without control 
unit (HK7224).

Quick and practical installation: the length of 
the articulated arm can be adjusted for maxi-
mum flexibility.

Simple and precise limit switch adjustment: 
mechanical stops and micrometric adjustment 
screws.

No blackouts: operation in event of power fail-
ure with the optional batteries (PS124) housed 
in the motor.

Integrated control unit (HK7024).

*	 Considering standard installation, excluding 
acceleration and deceleration.

Integrated control 
unit

Die-cast aluminium 
body

Convenient and 
resistant release 

handle

Adjustable anti-shear 
arm

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

HK7024HS Non-reversible, 24 VDC, fast, with magnetic encoder, complete with articu-
lated arm and integrated control unit 12

HK7224HS Non-reversible, 24 VDC, fast, complete with articulated arm, without 
integrated control unit 12

COMMON ACCESSORIES

Code Description Pcs. Pack
HKA2 Spare control unit for HK7024HS 1
PS124 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

KIO Key switch for low-voltage contacts, with release mechanism for metal 
cable 1

KA1 Kit with 6 m metal cable for KIO 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

TECHNICAL SPECIFICATIONS

Code HK7024HS HK7224HS
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60HZ) 230 -
Power supply (VDC) - 24
Draw (A) 1,5 6
Power (W) 300 140
PERFORMANCE DATA
Speed (rpm) >> 2 <<
Torque (Nm) 500
Working cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 54
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 290x210x320 h
Weight (kg) 10,5 9,5

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS
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M-Fab HS
For fast operation of swing gates  
with leaves up to 3 m or 300 kg.
Concealed underground installation, ideal for  
residential applications.

Electromechanical gearmotor, 24 VDC, with 
magnetic encoder.

Ideal for intensive use and fast manoeu-
vres: 90° opening in about 8* seconds.

*	 Considering standard installation, excluding 
acceleration and deceleration.

Moulded Fab Box foundation boxes with me-
chanical stop in opening:

•	 in stainless steel (MFABBOXI), ideal for use 
in extreme conditions;

•	 electrophoretic painted (MFABBOX), with 
high resistance to corrosion.

Reliable and resistant: motors with solid met-
al internal components. New IP67 waterproof 
die-cast aluminium.

Maximum freedom of choice: release from 
inside and outside, two freely combinable key 
or lever-operated models, easy to operate with 
one hand.

Simple installation: mechanical stop system in 
closing. Standard 110° opening, 360° optional.

Totally compatible with the previous Metro 
series.

Moonclever MC824H control unit.Reliable and resistant

Waterproof, IP67 
protection class

FAB BOX foundation 
boxes

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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TECHNICAL SPECIFICATIONS

Code MFAB3024HS
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 6
Power (W) 170
PERFORMANCE DATA
Speed (rpm) >> 2,6 <<
Torque (Nm) 180
Working cycle (cycles/hour) 80
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 390x322x194 h
Weight (kg) 11

Code Description Pcs./Pallet

MFAB3024HS Non-reversible, 24 VDC, fast, with magnetic encoder, complete with con-
necting lever and mechanical stop in closing 18

Code Description Pcs./Pallet

MFABBOXI Externally chamfered stainless steel foundation box with mechanical stop 
in opening 20

MFABBOX Electrophoretic painted, externally chamfered foundation box with mechan-
ical stop in opening 20

NOTE: key release freely combinable, choosing between models MEA2 and MEA3.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
MEA2 Key release 1
MEA3 Lever key release for use when installing on surfaces such as sand or earth 1
MEA5 Lever key for release 4

MEA6 Limit bracket, for installations where the foundation box cannot be embed-
ded in concrete 4

MEA1 Accessory for opening up to 360° for leaves up to 2.5 m long 4
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

14
7.

5
47

71319

60

32
2

390 mm

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

M
FA

B
30

24
H

S

Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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L-Fab HS
For fast operation of swing gates  
with leaves up to 4 m or 400 kg.
Concealed underground installation.

Electromechanical gearmotor, 24 VDC, with 
magnetic encoder and mechanical stops.

Ideal for intensive use and fast manoeu-
vres: 90° opening in about 6* seconds.

Foundation boxes with mechanical stop in 
opening:

•	 in stainless steel (LFABBOX4I), ideal for use 
in extreme conditions;

•	 electrophoretic painted (LFABBOX4), with 
high resistance to corrosion.

Maximum freedom of choice: lever release 
from inside and outside, freely combinable and 
easy to operate with one hand.

Simple installation: mechanical stop system in 
closing. Standard 110° opening, 360° optional.

Ideal for intensive use, the LFAB4024HS 
model is compatible with the Moonclev-
er MC824H control unit, with BlueBUS 
technology and provision for Solemyo and 
Opera systems.

*	 Considering standard installation, excluding 
acceleration and deceleration.Reliable and resistant

Waterproof, IP67 
protection class

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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TECHNICAL SPECIFICATIONS

Code LFAB4024HS
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 7
Power (W) 170
PERFORMANCE DATA
Speed (rpm) >> 3 <<
Torque (Nm) 200
Working cycle (cycles/hour) 50**
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +55
Dimensions (mm) 375x225x110 h*
Weight (kg) 12,5

* With foundation box.  ** The value indicated must be halved in the case of opening up to 180° - using the BMA1 accessory.

Foundation box LFABBOX4
Weight (kg) 14,4

Code Description Pcs./Pallet

LFAB4024HS Non-reversible, 24 VDC, fast, with magnetic encoder and mechanical limit 
switch in closing 18

Code Description Pcs./Pallet

LFABBOX4 Electrophoretic painted foundation box with mechanical limit switch in 
opening. Complete with leaf attachment lever 18

LFABBOX4I Stainless steel foundation box with mechanical limit switch in opening. 
Complete with leaf attachment lever 18

NOTE: key release freely combinable, choosing between models MEA2 and MEA3.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
BMA3 Release with lever key 1
MEA5 Lever key for release 4
BMA1 Accessory for opening up to 360° for leaves up to 3.5 m long 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  54.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

6052
15

2
8

60
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40
0

325 mm

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

LF
A

B
40

24
H

S

Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.



https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Robus HS
For fast operation of sliding gates  
up to 250 kg (RB250HS) and 500 kg (RB500HS).
For residential and industrial applications.

RB250HS RB500HS

24 VDC electromechanical gearmotor.

Ideal for intensive use: a 4 m gate takes 
about 10* seconds to open with RB250HS and 
about 9* seconds with RB500HS.

Simple: thanks to the BlueBUS system allowing 
connections with just two wires between the 
control unit and up to 7 pairs of photocells and 
control, safety and signalling devices.

Practical: control unit and PS124 buffer bat-
teries (optional) connected by practical guided 
plug-in connector, housed in the gearmotor.

Advanced: the temperature sensor adapts the 
motor force to the climatic conditions while at 
the same time adjusting the thermal protection; 
a master/slave selection also automatically 
synchronises 2 motors, allowing automation of 
sliding gates with two opposing leaves.

A master/slave selection also automatically 
synchronises 2 motors, allowing automation of 
sliding gates with two opposing leaves.

Smart: thanks to obstacle detection and auto-
matic programming of operating times. Self-di-
agnostics with indications via the flashing light. 
8 programming levels.

Safe: adjustable acceleration and deceleration 
at the start and end of each manoeuvre.

Sturdy: release with aluminium handle for easy 
opening.

Quiet: gearmotor on bearings.

*	 Considering standard installation, excluding 
acceleration and deceleration.

Base and release in 
epoxy-painted die-cast 
aluminium

Compartment for control unit 
protected by pull-out box

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Soon to be discontinued

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

RB250HS Non-reversible, 24 VDC, fast, with integrated control unit, electromechani-
cal limit switch, for gates up to 250 kg 14

RB500HS Non-reversible, 24 VDC, fast, with integrated control unit, electromechani-
cal limit switch, for gates up to 500 kg 14

COMMON ACCESSORIES

Code Description Pcs. Pack
RBA3/HS Spare control unit for RB250HS and RB500HS 1
PS124 24 V battery with integrated battery charger 1
RBA1 Inductive limit switch 1

ROA6 Slotted rack, M4 25x20x1000 mm, nylon with metal insert. For gates up 
to  500 kg 10

ROA66 Slotted nylon rack M4 25x20x1000 mm with metal core and six clear 
fastening points. For gates weighing up to 800 kg 10

ROA7 Galvanised rack, M4 22x22x1000 mm 10
ROA8 Galvanised rack, M4 30x8x1000 mm, with screws and spacers 10

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  55.

TECHNICAL SPECIFICATIONS

Code RB250HS RB500HS
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230 230
Draw (A) 2,1 2,2
Power (W) 430 450
PERFORMANCE DATA
Speed (m/s) >> 0,4 << >> 0,44 <<
Force (N) 310 360
Working cycle (cycles/hour) 50 20
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 330x195x277 h 330x210x303 h
Weight (kg) 8 11

DIMENSIONS

195

85

330 mm

27
7

RB250HS

210

92

330 mm

30
3

RB500HS

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

R
B

25
0H

S

R
B

50
0H

S

Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

• • FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Run HS
For fast operation of sliding gates  
up to 400 kg (RUN400HS) and 1200 kg (RUN1200HS).
For residential and industrial applications.

24 VDC electromechanical gearmotor.

Fast opening and closing manoeuvres: 4 m 
gate in about 6* seconds, while RUN1200HS 
opens a 7 m gate in about 18* seconds.

The fastest: ideal for heavy-duty industrial 
applications.

Simple: thanks to the BlueBUS system allowing 
connections with just two wires between the 
control unit and up to 7 pairs of photocells and 
control, safety and signalling devices.

Practical: control unit and PS524 battery 
charger (for connection of two B12-B batteries) 
housed in the gearmotor, connected by practi-
cal guided plug-in connector.

Advanced: the temperature sensor adapts the 
motor force to the climatic conditions while at 
the same time adjusting the thermal protection; 
a master/slave selection also automatically 
synchronises 2 motors, allowing automation of 
sliding gates with two opposing leaves.

Smart: thanks to obstacle detection and auto-
matic programming of operating times.

Self-diagnostics with indications via the flashing 
light. 8 programming levels.

Safe: adjustable acceleration and deceleration 
at the start and end of each manoeuvre.

Sturdy: release with aluminium handle for easy 
opening.

Quiet: gearmotor on bearings.

*	 Considering standard installation, excluding 
acceleration and deceleration.

BlueBus

24V

BiDi

Yubii

Opera

Compartment for control unit 
protected by pull-out box

Base and release  
in epoxy-painted  

die-cast aluminium

Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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TECHNICAL SPECIFICATIONS

Code RUN400HS RUN1200HS
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230
Draw (A) 2
Power (W) 415
PERFORMANCE DATA
Speed (m/s) >> 0,7 << >> 0,37 <<
Force (N) 409 790
Working cycle (cycles/hour) 60
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x255x387 h
Weight (kg) 24,5

* 60 Hz version available on request.

Code Description Pcs./Pallet

RUN400HS Non-reversible, 24 VDC, fast, with integrated control unit, electromechani-
cal limit switch, for gates up to 400 kg 12

RUN1200HS Non-reversible, 24 VDC, fast, with integrated control unit, electromechani-
cal limit switch, for gates up to 1200 kg 12

COMMON ACCESSORIES

Code Description Pcs. Pack
RUA6 Spare control unit for RUN400HS and RUN1200HS 1
B12-B 12 V, 6 Ah battery 1
PS524 Charge card for 7 Ah batteries 1
RBA1 Inductive limit switch 1
ROA7 Galvanised rack, M4 22x22x1000 mm 10
ROA8 Galvanised rack, M4 30x8x1000 mm, with screws and spacers 10
ROA81 Galvanised rack M6 30x30x1000 mm, weld-on, for use with RUA12 crown 10

RUA12 12-tooth crown, module 6, for use with ROA81 rack. Run is supplied with a 
module 4 crown to use standard ROA7 and ROA8 racks 1

TS Sign 1

Find out more on page  55.
DIMENSIONS

400 mm

38
7

252

10
8

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

• • FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Spykit 650 HS BD
For sectional doors up to 10.5 m2 and  
up-and-over doors (projecting and non-projecting) 
up to 11.5 m2.

Available in a KIT

Electromechanical gearmotor, non-reversible, 
24 VDC for residential use, rack-on-track drive.

To be combined with SPYRAIL321, 
SPYRAIL162 and SPYRAIL081 rails.

Guarantees fast manoeuvres: opens the 
garage door in about 8.5* seconds.

Functional and stylish: the motor is the only 
component that moves on the track, no chains 
or other noisy mechanisms. Ideal for any archi-
tectural context.

Handy: separate control unit for simpler 
installation and maintenance. Integrated LED 
courtesy light. Three practical keys to control 
the automation.

Quick to install. New time-saving solution: 
wired power supply unit for easy installation in a 
few simple steps on whichever side of the track 
you prefer. Limit switches easy to position along 
the track. No chains or other noisy mechanisms 
to install.

Ultra-simple, thanks to the BlueBUS sys-
tem: allows connections with just two wires 
between the control unit and the pairs of pho-
tocells and other accessories using BlueBUS 
technology.

Easy to programme: Quick Setup procedure 
for fast, intuitive basic programming. Simplified 
advanced programming via Pro-View.

ON/OFF release system: pulling the release 
knob once releases the motor; pulling it a sec-
ond time blocks the motor again, in any position 
along the rail.

Economical and environmentally friendly: 
when connected to the mains, the control unit 
consumes just 0.5 W in standby mode. Con-
nected to the battery or Solemyo kit, consump-
tion in standby mode drops to 0.1 W.

No blackouts: operation is guaranteed even 
without mains power, thanks to the optional 
PS324 buffer battery.

Safe: obstacle detection, monitoring of motor 
draw during travel, diagnostic messages via 
flashing light and courtesy light.

Adjustable acceleration and deceleration at the 
start and end of each manoeuvre.

Ready for installation of the latest generation 8,2 
kOhm resistive sensitive edges.

Optimised logistics: to facilitate transport and 
management, the tracks are available in different 
sizes: a single 3.2 m section, two tracks each 
measuring 1.6 m and a 0.8 m extension to add 
to the other tracks.

* Considering a typical installation with a 2 m
high garage door, excluding acceleration and
deceleration.

BlueBus

24V

BiDi

Yubii

Solemyo

Opera
Find out more on page  28

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

SPY650HSBDKCE
Kit for automating sectional and up-and-over doors, 650 N, with SPY-
BOXBHS control unit, OXIBD plug-in receiver and 1 MYGO4 transmitter 
included. Tracks not included

48

The kit contains:
Code Description Quantity

Gearmotor 650 N 1
SPYBOXBHS Control unit with LED courtesy light 1
OXIBD Plug-in bidirectional radio receiver 1
MYGO4 4-channel 433.92 MHz transmitter 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
SPYLIGHT LED light module accessory for Spyrail (max 2 per Spyrail) 1

PS324 24 V battery with integrated battery charger. Requires accessory TNA9 for 
wall mounting 1

TNA9 Additional connecting cable and supports for wall-mounting the PS324 
battery 1

SPA5 Swing arm sliding on bearings, optimised for projecting up-and-over doors 1
SPA10 Kit with additional ceiling fixing bracket for Spyrail 1
SPA6 Enlarged connecting arm, 585 mm long 1
KI1 Kit for release from outside with metal pull-cord and key ratchet 1
SPA2 Kit for release from outside with metal pull-cord 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  56.

TECHNICAL SPECIFICATIONS

Code SPY650HSBDKCE
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230 ± 10%
Draw (A) 1,6
Maximum power (W) 300
Power in standby (W) 0,5
PERFORMANCE DATA
Maximum speed (m/s) >> 0,24 <<
Maximum force (N) 650
Nominal force (N) 200
Working cycle (cycles/hour) 30
Working cycle (cycles/day) 300
DIMENSIONAL AND GENERAL DATA
Protection class (IP) IP41
Operating temperature (°C Min/Max) -20 ÷ +55
Pack dimensions (mm) 380x380x125
Weight (kg) 3,2

TECHNICAL SPECIFICATIONS OF TRACKS

Code Description Pcs./
Pallet

SPYRAIL321 1 x complete 3,2 m track 48

SPYRAIL162 2 x 1,6 m tracks with assembly acces-
sories 48

SPYRAIL081
0,8 m extension with assembly accesso-
ries (to add to the other tracks to reach a 
length of 4 m)

48

Code SPYRAIL321 SPYRAIL162 SPYRAIL081*

Type 3,2 m  
(one section)

3,2 m  
(2 x 1,6 m 

sects.)

0,8 m  
(extension to 
reach 4 m)

Installed track 
length (mm) 3270 4075

Useful travel (mm) 2710 3515
Weight (kg) 7,5 8,35 3,3
Pack dimensions 
(mm) 3230x110x50 1760x110x50 960x110x50

Dimensions acces-
sories pack (mm) 400x400x90

* For use in combination with SPYRAIL321 and SPYRAIL162 tracks.

OPERATING LIMITS

Non-projecting 
up-and-over 

door (with SPA5)

Projecting up-
and-over door 
(with SPA5) or 
with springs 

(without SPA5)

Sectional

H W H W H W
3.2 m track 2,3 m 4 m 2,8 m 4 m 2,5 m 4,2 m
4 m track 3,1 m 3 m 3,5 m 3,3 m 3,3 m 3,2 m

Using maximum travel.

DIMENSIONS

Motor
Separate
control
unit

145

125

37
.5

m
ax

38
6

3250 / 4055 mm

2710

3515

260

12
5

20
9

164

70.5

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

S
P

Y
B

O
X

B
H

S

Control unit/Receiver

• Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, 
BlueBUS

• EPMOR - Medium, reflective

EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

• FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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PLA14
Screw-on adjustable 
rear bracket.

Pcs./pack  2

PLA15
Screw-on adjustable 
front bracket.

Pcs./pack  2

PLA10
Vertical 12 V electric 
lock (obligatory for 
leaves longer than 3 m).

Pcs./pack  1

PLA11
Horizontal 12 V electric 
lock (obligatory for 
leaves longer than 3 m).

Pcs./pack  1

TS
Sign.

Pcs./pack  1

PS324
24 V battery with inte-
grated battery charger.

Pcs./pack  1

ACCESSORIES FOR 24 V VERSIONSSPARE CONTROL UNITS

COMMON ACCESSORIES

Accessories for Hi-Speed series swing gates

KIO
Key switch for low-volt-
age contacts, with 
release mechanism for 
metal cable.

Pcs./pack  1

MEA2
Key release.

Pcs./pack  1

MEA3
Lever key release for 
use when installing on 
surfaces such as sand 
or earth.

Pcs./pack  1

MEA5
Lever key for release.

Pcs./pack  4

MEA6
Limit bracket, for 
installations where 
the foundation box 
cannot be embedded in 
concrete.

Pcs./pack  4

MEA1
Accessory for opening 
up to 360° for leaves 
up to 2.5 m long.

Pcs./pack  4

BMA3
Release with lever key.

Pcs./pack  1

BMA1
Accessory for opening 
up to 360° for leaves 
up to 3.5 m long.

Pcs./pack  1

KA1
Kit with 6 m metal 
cable for KIO.

Pcs./pack  1

HKA2
Spare control unit for 
HK7024.

Pcs./pack  1

PS124
24 V battery with inte-
grated battery charger.

Pcs./pack  1
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COMMON ACCESSORIES

Accessories for Hi-Speed series sliding gates

TS
Sign.

Pcs./pack  1

ACCESSORIES FOR 24 V VERSIONSSPARE CONTROL UNITS EXPANSION BOARD FOR MCU4 CONTROL UNIT

PS124
24 V battery with inte-
grated battery charger.

Pcs./pack  1

ROA6
Slotted rack, M4 
25x20x1000 mm, nylon 
with metal insert. For 
gates up to  500 kg.

Pcs./pack  10

ROA66
Slotted nylon rack M4 
25x20x1000 mm with 
metal core, six fasten-
ing points. For gates 
weighing up to 800 kg.

Pcs./pack  10

ROA7
Galvanised rack, M4 
22x22x1000 mm.

Pcs./pack  10

ROA8
Galvanised rack, M4 
30x8x1000 mm, 
with screws and 
spacers.

Pcs./pack  10

RBA3/HS
Spare control unit for 
RB250HS and RB-
500HS.

Pcs./pack  1

MLAE21
Plug-in expansion 
board 1 Output 2 Input.

Pcs./pack  1

RBA1
Inductive limit switch.

Pcs./pack  1

ROA81
Galvanised rack M6 
30x30x1000 mm, weld-
on, for use with RUA12 
crown.

Pcs./pack  10

RUA12
12-tooth crown, 
module 6, for use with 
ROA81 rack.

Pcs./pack  1

RACKS

RUA6
Spare control unit for 
RUN400HS and RUN-
1200HS.

Pcs./pack  1

MLAE22
Plug-in expansion 
board 2 Output (1 230V 
Relay) 2 Input.

Pcs./pack  1

MCU4
Spare control unit for 
RBS600HS complete 
with MLAE22 board 
and built-in Wi-Fi.

Pcs./pack  1

MLAE44
Plug-in expansion 
board 4 Output 4 Input.

Pcs./pack  1

B12-B
12 V, 6 Ah battery.

Pcs./pack  1

PS524
Charge card for 7 Ah 
batteries.

Pcs./pack  1
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Accessories for Hi-Speed series garage doors

SPA2
Kit for release from 
outside with metal 
pull-cord.

Pcs./pack  1

SPA5
Swing arm sliding on 
bearings, optimised for 
projecting up-and-over 
doors.

Pcs./pack  1

SPA6
Enlarged connecting 
arm, 585 mm long.

Pcs./pack  1

TS
Sign.

Pcs./pack  1

PS324
24 V battery with inte-
grated battery charger.

Pcs./pack  1

TNA9
Additional connecting 
cable and supports 
for wall-mounting the 
PS324 battery.

Pcs./pack  1

SPYLIGHT
LED light module ac-
cessory for Spyrail (max 
2 per Spyrail).

Pcs./pack  1

SPA10
Kit with additional 
ceiling fixing bracket for 
Spyrail.

Pcs./pack  1

KI1
Kit for release from 
outside with metal pull-
cord and key ratchet.

Pcs./pack  1

COMMON ACCESSORIES
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Standard installation diagram for Hi-Speed series
5

4
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1
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6
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2

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. Pro-View multifunction interface

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories
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9
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TOONA HS WINGO HS

TITAN HS
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32 3

1 1
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HYKE HS
1 . Motor  2. Transmitter   3. Post-mounted photocells  4. Photocells  5. Flashing light
6 . Digital or key switch  7. SYP solar panel  8. PSY24 battery box  9. Pro-View multifunction interface (for PP7124 only)● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories
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M-FAB HS
1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

L-FAB HS
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1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Key switch  7. Sensor for sensitive 
edge  8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

1

2

5

6

10

3

4

8

9

7

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Key switch  7. Sensor for sensitive 
edge  8. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System

3

4

7

5

1

2
8

6

SPYKIT 650 HS BD

NEW ROBUS HS / ROBUS HS RUN HS

1 . Motor  2. Control unit  3. Transmitter   4. Photocells  5. Flashing light
6 . Key or digital switch  7. Sensor for sensitive edge  8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories
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Selection guide

230 VAC

230 VAC

24 VDC, non-reversible, fast. Provision for Solemyo

24 VDC, non-reversible, fast. Provision for Solemyo

for leaves  
up to 2 m

for leaves  
up to 3.5 m

Wingokit BD
pages 72/79

WINGO4024BDKCE

WINGO4KIT

WINGO5024BDKCE

WINGO5BDKCE

230 VAC

230 VAC

24 VDC, non-reversible, fast. Provision for Solemyo

24 VDC, non-reversible, fast. Provision for Solemyo

for leaves  
up to 3 m

for leaves  
up to 4.5 m

Too
pages 80/83

TOO3024KCE

TOO3000KCE

TOO4524KCE

TOO4500KCE

Toona, Toonakit BD
pages 66/71

for leaves  
up to 3 m

24 VDC with magnetic encoder, non-reversible, 
mechanical stop in opening. Compatible with control 
units with BlueBUS, Solemyo and Opera technology KIT

with limit switch in opening

with limit switches in opening and closing
non-reversible

230 VAC slow, with limit switch in opening

fast

reversible, fast, with limit switch in opening

TO4024

TOONA4024BDKCE

TO4005

TO4006

TO4015

TO4605

for leaves  
up to 7 m

24 VDC with magnetic encoder, non-reversible, mechanical 
stop in opening and closing. Compatible with control units 
with BlueBUS, Solemyo and Opera technology

TO7024

for leaves  
up to 5 m

with limit switch in opening

24 VDC with magnetic encoder, non-reversible, 
mechanical stop in opening. Compatible with control 
units with BlueBUS, Solemyo and Opera technology for intensive use

with limit switch in openingnon-reversible, slow

230 VAC with limit switches in opening and closing

reversible, fast

TO5024

TO5016

TO5605

TO5024I

TO5015

Surface mounted, also available in a kit with bidirectional technology
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For leaves up to 1.8 m and 100 
kg. Non-reversible, 24 VDC 
electromechanical gearmotor. 
Dedicated control centre with 
BlueBUS,  
Solemyo and Opera technology.
Oltre
pages 84/85

OLTRE 1824

For leaves up to 1.8 m, 24 VDC, 
non-reversible, with integrated 
control unit with BlueBUS technology 
and provision for Solemyo and 
Opera systems. Mechanical limit 
switch in closing.
Walkykit BD
pages 86/89

WALKY1024BDKCE

WALKY2024BDKCE

for 1 leaf

for 2 leaves

HO7124

HO7224

integrated control unit, with BlueBUS, 
Solemyo and Opera technology

without integrated control unit

HOPPBDKCEKIT

For leaves up to 2.4 m, 24 VDC, non-reversible.  
Control units compatible with Solemyo.
With limit switch in opening.
Hopp
Hoppkit BD
pages 90/91

For integrated installation in post

Surface mounted, with articulated arm, recommended for small posts, in a kit with bidirectional technology

Surface mounted, articulated arm, also for large posts and lightweight structures, also available in a kit with bidirectional technology
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Selection guide

For leaves up to 2.3 m, 24 VDC, 
non-reversible, mechanical limit 
switches in opening and closing.
S-Fab  
S-Fabkit BD
pages 96/97

SFAB2024BDKCE

SFAB2024

SFAB2124

SFAB2124BDKCE

compatible with control units with 
provision for Solemyo

with magnetic encoder, compatible with control units  
with BlueBUS, Solemyo and Opera technology

KIT

KIT

For leaves up to 3 m,  
non-reversible.
Hyppo
pages 94/95

HY7005

HY7024

230 VAC with limit switches in opening and closing

24 VDC, with magnetic encoder. Compatible with control 
units with BlueBUS, Solemyo and Opera technology

HK7024

HK7224

integrated control unit, with BlueBUS, 
Solemyo and Opera technology

HYKEBDKCEKIT

without integrated control unit
24 VDC, non-reversible. With limit 
switches in opening and closing

for leaves  
up to 3.5 m

Hyke, Hykekit BD
pages 92/93

Surface mounted, articulated arm, for large posts, also available in a kit with bidirectional technology

Underground installation, also available in a kit with bidirectional technology
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For leaves up to 5 m, non-reversible, 
24 VDC, with magnetic encoder.  
Compatible with control units  
with BlueBUS,  
Solemyo and Opera technology.
Big-Fab
pages 102/103

BFAB5024

For leaves up to 4 m,
non-reversible.
L-Fab
pages 100/101

LFAB4000230 VAC

LFAB4024
24 VDC, with magnetic encoder.  
Compatible with control units  
with BlueBUS, Solemyo and Opera technology

MFAB3024

MFAB3000

24 VDC, with magnetic encoder.  
Compatible with control units  
with BlueBUS, Solemyo and Opera technology

230 VAC, grease lubricated fast

MFAB3000Lslow

For leaves up to 3 m,  
non-reversible.
M-Fab
pages 98/99

Underground installation



66

Toona 4
For swing gates with leaves up to 3 m.
Ideal for residential applications.

Also available in a KIT

Electromechanical gearmotor, surface mounted. 
Also available in 24 VDC version, with magnetic 
encoder.

Reliable and with a long working life: thanks 
to the body with two sturdy polyester painted 
aluminium shells; more weather-resistant.

Moving internal parts made entirely of steel, light 
alloys and technopolymers.

Quiet: patented arrangement of internal com-
ponents and bronze screw.

Handy, capacious connection compart-
ment: quick and easy access from above to 
the internal components located in the upper 
compartment of the motor.

Easy installation and maintenance: with 
built-in condenser.

Recommended control units: MC800, Moon-
clever MC824H for TO4024.

24 VDC version with magnetic encoder. Ideal 
for intensive use, compatible with Moonclever 
MC824H control unit.

Die-cast aluminium 
release handle, 
convenient and resistant

Exclusive patented 
arrangement of internal 
components

Easy access to internal 
components in the top 
part of the motor

BlueBus

24V

230V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TO4024 Non-reversible, 24 VDC, with magnetic encoder, mechanical stop in 
opening 20

TO4005 Non-reversible, 230 VAC, fast, with limit switch in opening 20
TO4006 Non-reversible, 230 VAC, fast, with limit switches in opening and closing 20
TO4015 Non-reversible, 230 VAC, slow, with limit switch in opening 20
TO4605 Reversible, 230 VAC, fast, with limit switch in opening 20

TOONA4024BDKCE Kit for automating swing gates with leaves up to 3 m, 24 VDC, surface 
mounted, with bidirectional technology 15

The TOONA4024BDKCE kit contains:
Code Description Quantity

TO4024 Electromechanical gearmotor, non-reversible, surface mounted with me-
chanical stop in opening 2

MYGO4 4-channel 433.92 MHz transmitter 2
MC824H Control unit with OXIBD plug-in bidirectional radio receiver included 1

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PLA6 Rear bracket, length 250 mm 1
PLA14 Screw-on adjustable rear bracket 2
PLA15 Screw-on adjustable front bracket 2
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1
PLA13 Mechanical limit switch in opening or closing 4
TS Sign 1

ACCESSORIES FOR 24 V VERSIONS

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code TO4024 TO4005 TO4006 TO4015 TO4605
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* - 230
Power supply (VDC) 24 -
Draw (A) 5 1,5 1,3
Power (W) 120 340 300
PERFORMANCE DATA
Speed (m/s) 0,016 0,013 0,016
Force (N) 1800
Working cycle (cycles/hour) 95** 58 54 50
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 820x115x105 h
Weight (kg) 6

* 60 Hz version available on request. ** With optimal installation.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS

820 mm

10
5

115

350 ÷ 385

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

T
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T
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T
O
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T
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15

T
O

46
05

Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

• • • • MC800 / OXIBD / OXILR

Transmitter

• • • • • ERA INTI - 2 channels, 433.92 MHz, different colours

• • • • • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • • • • ERA ONE BD / MYGOBD / ERA ONE LR

• • • • • ERA FLOR / DOMì

Photocells

• • • • EPS - Slim / EPM - Medium / EPL - Large

• • • • • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, 
BlueBUS

• • • • EPMOR - Medium, reflective

• • • • • EPMORB - Medium, BlueBUS, reflective

• • • • • EPMOW - Medium, wireless self-synchronised

• • • • F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • • • • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• • • • ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Toona 5
For swing gates with leaves up to 5 m.
Ideal for residential and industrial applications.

Electromechanical gearmotor, surface mounted. 
Also available in 24 VDC version, with magnetic 
encoder.

Reliable and with a long working life: thanks 
to the body with two sturdy polyester painted 
aluminium shells; more weather-resistant.

Moving internal parts made entirely of steel, light 
alloys and technopolymers.

TO5024I ideal for intensive workloads, the 2200 
Nm torque enables it to work in a continuous 
cycle on large gates.

Quiet: patented arrangement of internal com-
ponents and bronze screw.

Handy, capacious connection compart-
ment: quick and easy access from above to 
the internal components located in the upper 
compartment of the motor.

Easy installation and maintenance: with 
built-in condenser.

Recommended control units: MC800, Moon-
clever MC824H for TO5024 and TO5024I.

24 VDC version with magnetic encoder. Ideal 
for intensive use, compatible with Moonclever 
MC824H control unit.

Die-cast aluminium 
release handle, 
convenient and 
resistant

Exclusive patented 
arrangement of 
internal components

Easy access to 
internal components 
in the top part of the 
motor

BlueBus

24V

230V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TO5024 Non-reversible, 24 VDC, with magnetic encoder, mechanical stop in 
opening 20

TO5024I Non-reversible, 24 VDC, with magnetic encoder, mechanical stop in open-
ing, for intensive use 20

TO5015 Non-reversible, 230 VAC, slow, with limit switch in opening 20
TO5016 Non-reversible, 230 VAC, slow, with limit switch in opening and closing 20
TO5605 Reversible, 230 VAC, fast, with limit switch in opening 20

COMMON ACCESSORIES

Code Description Pcs. Pack
PLA6 Rear bracket, length 250 mm 1
PLA8 Screw-on front bracket 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA13 Mechanical limit switch in opening or closing 4
TS Sign 1

ACCESSORIES FOR 24 V VERSIONS

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code TO5024 TO5024I TO5015 TO5016 TO5605
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* - 230
Power supply (VDC) 24 -
Draw (A) 5 1,5 1,3
Power (W) 120 340 300
PERFORMANCE DATA
Speed (m/s) 0,016 0,013 0,016
Force (N) 1800 2200 1800
Working cycle (cycles/hour) 95** 75*** 54 50
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 965x115x105 h
Weight (kg) 7

* 60 Hz version available on request. ** With optimal installation. *** The reduction in number of manoeuvres compared to the TO5024 version is solely related to the 
slower manoeuvring speed.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS

965 mm
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5
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505 ÷ 540

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• • MC824H / OXIBD / OXILR

• • • MC800 / OXIBD / OXILR

Transmitter

• • • • • ERA INTI - 2 channels, 433.92 MHz, different colours

• • • • • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • • • • ERA ONE BD / MYGOBD / ERA ONE LR

• • • • • ERA FLOR / DOMì

Photocells

• • • EPS - Slim / EPM - Medium / EPL - Large

• • • • • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, 
BlueBUS

• • • EPMOR - Medium, reflective

• • • • • EPMORB - Medium, BlueBUS, reflective

• • • • • EPMOW - Medium, wireless self-synchronised

• • • F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • • • • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• • • ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Toona 7
For swing gates with leaves up to 7 m.
Ideal for intensive-use industrial applications.

Electromechanical gearmotor, surface mounted, 
powered at 24 VDC with magnetic encoder.

Reliable and with a long working life: thanks 
to the body with two sturdy polyester painted 
aluminium shells; more weather-resistant.

Moving internal parts made entirely of steel, light 
alloys and technopolymers.

Quiet: patented arrangement of internal com-
ponents and bronze screw.

Large, practical connection compartment: 
quick and easy access from above to the inter-
nal components located in the upper compart-
ment of the motor.

Moonclever MC824H control unit.

Die-cast aluminium 
release handle, 
convenient and 
resistant

More resistant body 
with two sturdy shells

Exclusive patented 
arrangement of internal 
components

Easy access to 
internal components 
in the top part of the 
motor

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TO7024 Non-reversible, 24 VDC, with magnetic encoder, mechanical stop in open-
ing and closing 20

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code TO7024
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (m/s) 0,013
Force (N) 2700
Working cycle (cycles/hour) 41
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 1200x128x150 h
Weight (kg) 15

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Wingo4kit BD
For swing gates with leaves up to 2 m.

Available in a KIT

Electromechanical gearmotor, surface mounted.

Reliable and quiet: patented arrangement of 
internal components and fewer moving parts.

Easy to install: electrical connections from 
above, with gearmotor mounted.

Built-in condenser.

Easy release with personalised Nice key and 
standard lock.

Pre-mounted mechanical limit switches in 
opening.

MC800 control unit.

BlueBus

230V

BiDi

Yubii

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WINGO4BDKCE Kit for automating swing gates with leaves up to 2 m, surface mounted, 
with bidirectional technology 15

The kit contains:
Code Description Quantity

WG4000 Electromechanical gearmotor, surface mounted with Nice key release and 
mechanical limit switch in opening 2

INTI2 Transmitter, 433.92 MHz, 2 channels 2
MC800 Control unit with integrated OXIBD plug-in bidirectional radio receiver 1
EPM Pair of surface mounted photocells 1
ELAC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PLA14 Screw-on adjustable rear bracket 2
PLA15 Screw-on adjustable front bracket 2

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WG4000
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* 230
Draw (A) 1,5
Power (W) 200
PERFORMANCE DATA
Speed (m/s) 0,016
Force (N) 1500
Working cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 770x98x95 h
Weight (kg) 6

* 60 Hz version available on request.

OPERATING LIMITS
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DIMENSIONS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC800* / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• ELAC

ELDC

WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Wingokit 4024 BD
For swing gates with leaves up to 2 m.

Available in a KIT

Electromechanical gearmotor, 24 VDC, surface 
mounted.

Reliable and quiet: patented arrangement of 
internal components and fewer moving parts.

Easy to install: electrical connections from 
above, with gearmotor mounted.

Easy release with personalised Nice key and 
standard lock.

Pre-mounted mechanical limit switches in 
opening.

Moonclever MC424L control unit.

24V BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WINGO4024BDKCE Kit for automating swing gates with leaves up to 2 m, 24 VDC, surface 
mounted, with bidirectional technology 15

The kit contains:
Code Description Quantity

WG4024 Electromechanical gearmotor, surface mounted with Nice key release and 
mechanical limit switch in opening 2

INTI2 Transmitter, 433.92 MHz, 2 channels 2

MC424L Control unit with integrated radio receiver and OXIBD plug-in bidirectional 
radio receiver included 1

EPM Pair of surface mounted photocells 1
ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS124 24 V battery with integrated battery charger 1
PLA14 Screw-on adjustable rear bracket 2
PLA15 Screw-on adjustable front bracket 2
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WG4024
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 3,5
Power (W) 85
PERFORMANCE DATA
Speed (m/s) 0,018
Force (N) 1500
Working cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 770x98x95 h
Weight (kg) 6

OPERATING LIMITS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC424L* / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

EPMORB - Medium, BlueBUS, reflective

EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Wingo5kit BD
For swing gates with leaves up to 3.5 m.

Available in a KIT

Electromechanical gearmotor, surface mounted.

Reliable and quiet: patented arrangement of 
internal components and fewer moving parts.

Easy to install: electrical connections from 
above, with gearmotor mounted.

Easy release with personalised Nice key and 
standard lock.

Pre-mounted mechanical limit switches in 
opening.

MC800 control unit.

BlueBus

230V

BiDi

Yubii

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WINGO5BDKCE Kit for automating swing gates with leaves up to 3.5 m, surface mounted, 
with bidirectional technology 15

The kit contains:
Code Description Quantity

WG5000 Electromechanical gearmotor, surface mounted with Nice key release and 
mechanical limit switch in opening 2

INTI2 Transmitter, 433.92 MHz, 2 channels 2
MC800 Control unit with integrated OXIBD plug-in bidirectional radio receiver 1
EPM Pair of surface mounted photocells 1
ELAC Flashing LED light with integrated antenna. 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PLA6 Rear bracket, length 250 mm 1
PLA8 Screw-on front bracket 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WG5000
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* 230
Draw (A) 1,5
Power (W) 200
PERFORMANCE DATA
Speed (m/s) 0,013
Force (N) 1700
Working cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

* 60 Hz version available on request.

OPERATING LIMITS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC800* / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• ELAC

ELDC

WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Wingokit 5024 BD
For swing gates with leaves up to 3.5 m.

Available in a KIT

Electromechanical gearmotor, 24 VDC, surface 
mounted.

Reliable and quiet: patented arrangement of 
internal components and fewer moving parts.

Easy to install: electrical connections from 
above, with gearmotor mounted.

Easy release with personalised Nice key and 
standard lock.

Pre-mounted mechanical limit switches in 
opening.

Moonclever MC424L control unit.

24V BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WINGO5024BDKCE Kit for automating swing gates with leaves up to 3.5 m, 24 VDC, surface 
mounted, with bidirectional technology 15

The kit contains:
Code Description Quantity

WG5024 Electromechanical gearmotor, surface mounted with Nice key release and 
mechanical limit switch in opening 2

INTI2 Transmitter, 433.92 MHz, 2 channels 2

MC424L Control unit with integrated radio receiver and OXIBD plug-in bidirectional 
radio receiver included 1

EPM Pair of surface mounted photocells 1
ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS124 24 V battery with integrated battery charger 1
PLA6 Rear bracket, length 250 mm 1
PLA8 Screw-on front bracket 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WG5024
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 3,5
Power (W) 85
PERFORMANCE DATA
Speed (m/s) 0,016
Force (N) 1500
Working cycle (cycles/hour) 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 920x98x95 h
Weight (kg) 6

OPERATING LIMITS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC424L* / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

EPMORB - Medium, BlueBUS, reflective

EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Too 230V
For swing gates with leaves up to 4.5 m.

Telescopic electromechanical gearmotor, sur-
face mounted. Ideal for residential use.

Versatile, thanks to its rod shape available in 
both versions with travel up to 400 mm and 
500 mm, the motor adapts to any kind of swing 
gate.

Sleek design, ideal for modern homes.

Reliable and long-lasting thanks to its robust 
epoxy powder-coated aluminium construction; 
stainless steel rod.

Handy connection compartment: easy 
access to internal components in the top part of 
the motor.

Easy to install, no welding with the brackets 
provided and easily adjustable rear fastening.

Practical unlocking: with Nice-branded key on 
top of the motor.

Recommended control unit: MC800.

230V BiDi

Opera

Practical key 
release

Easy access to internal 
components in the top 

part of the motor

Robus aluminium 
construction

Stainless steel 
rod

Available in a KIT

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TOO3000KCE Kit for automating swing gates with leaves up to 3 m and 300 kg, 230 VAC, 
surface mounted. 18

TOO4500KCE Kit for automating swing gates with leaves up to 4.5 m and 250 kg, 230 
VAC, surface mounted. 18

The TOO3000KCE kit contains:
Code Description Quantity
TOO3000 Telescopic motor, 230 VAC, for leaves up to 3 metres and 300 kg 2
INTI2 Transmitter, 433.92 MHz, 2 channels 2

MC800 Control unit with OXIBD plug-in bidirectional radio receiver included 1

EPM Pair of surface mounted photocells 1
ELAC Flashing LED light with integrated antenna 1
TS Safety sign 1

The TOO4500KCE kit contains:
Code Description Quantity
TOO4500 Telescopic motor, 230 VAC, for leaves up to 4.5 metres and 250 kg 2
INTI2 Transmitter, 433.92 MHz, 2 channels 2
MC800 Control unit with OXIBD plug-in bidirectional radio receiver included 1
EPM Pair of surface mounted photocells 1
ELAC Flashing LED light with integrated antenna 1
TS Safety sign 1

N.B. Pack contents may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs Pack
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

Code TOO3000 TOO4500

ELECTRICAL SPECIFICATIONS

Power supply (VAC 50/60 Hz) 230 230

Draw (A) 1,1 1,1
Power (W) 250 250

PERFORMANCE DATA

Speed (m/s) 0,016 0,016

Force (N) 300 300

Working cycle (cycles/hour) 24 24

DIMENSIONAL AND GENERAL DATA

Protection class (IP) 54

Operating temperature (°C Min/Max) -20 ÷ +50

Dimensions (mm) 700x100x177 h 800x100x177 h

Weight (kg) 5,5 6

DIMENSIONS COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

T
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T
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O
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00

Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

• • EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• • EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

• • F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• • ELAC

ELDC

WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Too 24V
For swing gates with leaves up to 4.5 m.

Telescopic electromechanical gearmotor, sur-
face mounted. Ideal for residential use.

Versatile, thanks to its rod shape available in 
both versions with travel up to 400 mm and 
500 mm, the motor adapts to any kind of swing 
gate.

Sleek design, ideal for modern homes.

Reliable and long-lasting thanks to its robust 
epoxy powder-coated aluminium construction; 
stainless steel rod.

Handy connection compartment: easy 
access to internal components in the top part of 
the motor.

Easy to install, no welding with the brackets 
provided and easily adjustable rear fastening.

Practical unlocking: with Nice-branded key on 
top of the motor.

Compatible with the Moonclever MC424L 
control unit:

• easy to programme with a single button;

• clutch with crush protection function;

• self-teaching open and close limit switches;

• programming of pause time;

• pedestrian pass door;

• deceleration during opening and closing;

• reliable with obstacle detection;

• can connect to 8.2 KOhm sensitive edges;

• functions during power failures with the op-
tional batteries (PS124) inserted into the control 
unit.

24V Solemyo

Opera

Practical key 
release

Easy access to internal 
components in the top 

part of the motor

Robus aluminium 
construction

Stainless steel 
rod

Available in a KIT

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

TOO3024KCE Kit for automating swing gates with leaves up to 3 m and 300 kg, 24 VDC, 
surface mounted. Compatible with Solemyo 18

TOO4524KCE Kit for automating swing gates with leaves up to 4.5 m and 250 kg, 24 
VDC, surface mounted. Compatible with Solemyo 18

The TOO3024KCE kit contains:
Code Description Quantity
TOO3024 Telescopic motor, 24 VDC, for leaves up to 3 metres and 300 kg. 2
INTI2 Transmitter, 433.92 MHz, 2 channels 2

MC424L Control unit with integrated radio receiver and OXIBD plug-in bidirectional 
radio receiver included 1

EPM Pair of surface mounted photocells 1
ELDC Flashing LED light with integrated antenna 1
TS Safety sign 1

The TOO4524KCE kit contains:
Code Description Quantity
TOO4524 Telescopic motor, 24 VDC, for leaves up to 4.5 metres and 250 kg. 2
INTI2 Transmitter, 433.92 MHz, 2 channels 2

MC424L Control unit with integrated radio receiver and OXIBD plug-in bidirectional 
radio receiver included 1

EPM Pair of surface mounted photocells 1
ELDC Flashing LED light with integrated antenna 1
TS Safety sign 1

N.B. Pack contents may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs Pack
PS124 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 battery 
box with charging control circuit 1

Code TOO3024 TOO4524

ELECTRICAL SPECIFICATIONS

Power supply (VDC) 24 24

Draw (A) 1,1 1,1
Power (W) 120 120

PERFORMANCE DATA

Speed (m/s) 0,014 0,014

Force (N) 300 300

Working cycle (cycles/hour) 24 24

DIMENSIONAL AND GENERAL DATA

Protection class (IP) 54

Operating temperature (°C Min/Max) -20 ÷ +50

Dimensions (mm) 700x100x177 h 800x100x177 h

Weight (kg) 5,5 6

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

• • EPS - Slim / EPM - Medium / EPL - Large

EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• • EPMOR - Medium, reflective

EPMORB - Medium, BlueBUS, reflective

EPMOW - Medium, wireless self-synchronised

• • F210 - Synchronised, adjustable / FT210 - For sensitive edges

F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.

DIMENSIONS
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Oltre 1824
For swing gates  
with leaves up to 1.8 m and 100 kg.
Concealed motor.

Electromechanical gearmotor, non-reversible, 
24 VDC.

Minimum visual impact: the motor is small 
enough to be easily installed inside the profiles 
of the gate leaf or in very slim posts (with a 
minimum diameter of 55 mm).

Easy to install: the bottom-up installation sim-
plifies fixing of the motor inside the post.

Resistant: die-cast aluminium structure, IP67, 
resists the most severe weather conditions.

Fast and reliable: complete opening (90°) of 
the leaf in about 10 seconds. Oltre has been 
tested for use at 60 cycles/hour, making it suita-
ble for all contexts with intensive use.

Safe: easy-to-use external manual release; 
manual opening is always possible, without 
having to take the gate apart.

Dedicated Moonclever MC824L control 
unit.

The position of the gearmotor 
protects it from rain and infiltrations

Practical bracket for precise 
motor positioning

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

OLTRE1824 24 VDC non-reversible, for integrated installation in the post or leaf profile, 
with release lever 20

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code OLTRE1824
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 1
Power (W) 25
PERFORMANCE DATA
Speed (m/s) 1,5
Torque (Nm) 150
Working cycle (cycles/hour) 60
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 305x145x346 h
Weight (kg) 5,5

DIMENSIONS

131 mm

13
1

32
0

54

215

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

O
LT

R
E

18
24

Control unit/Receiver

Integrated*

• MC824L / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Walkykit 1024 BD
For swing gates with one leaf up to 1.8 m.
Ideal for wood or PVC gates.

Available in a KIT

Electromechanical gearmotor, non-reversible, 
24 VDC, with articulated arm.

Ultra compact: ideal for pedestrian gates, 
recommended for small posts (8 cm wide).

Safe: thanks to the non-reversible motor and 
anti-shear arm with integrated mechanical limit 
switch in closing (with full-arm installation).

Practical: the articulated arm makes installation 
possible in particular conditions, such as the 
presence of walls or obstacles near the post.

Fast: no waiting in front of the gate, just 7 sec-
onds to open or close (under optimal installation 
conditions, with reduced arm and 90° opening).

Convenient: LED flashing light for integrated 
installation, acting as a courtesy light (WLT, 
optional); quick motor release to operate the 
gate manually.

Integrated control unit.

No blackouts: operation in event of power fail-
ure with the optional batteries (PS424) housed 
in the motor.

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WALKY1024BDKCE Kit for automating swing gates with one leaf up to 1.8 m, 24 VDC, with 
articulated arm, surface mounted, with bidirectional technology 18

The kit contains:
Code Description Quantity

WL1024C Electromechanical gearmotor, surface mounted, with integrated control unit 
and OXIBD plug-in bidirectional radio receiver included 1

MYGO4 4-channel 433.92 MHz transmitter 2
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
WLA1 Spare control unit for WL1024C 1
PS424 Buffer battery 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1
WLT Multifunction LED signal light 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WL1024C
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230
Draw (A) 0,8
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,5 - 2,2
Torque (Nm) 120
Working cycle (cycles/hour) 50
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 90x125x385 h
Weight (kg) 4,8

OPERATING LIMITS
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A ≥ 340 mm
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A Full arm - B Reduced arm
The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

38
6 

m
m

122.590

135

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

W
L1

02
4C

Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Walkykit 2024 BD
For swing gates with leaves up to 1.8 m.
Ideal for wood or PVC gates.

Available in a KIT

Electromechanical gearmotor, non-reversible, 
24 VDC, with articulated arm.

Ultra compact: ideal for pedestrian gates, 
recommended for small posts (8 cm wide).

Safe: thanks to the non-reversible motor and 
anti-shear arm with integrated mechanical limit 
switch in closing (with full-arm installation).

Practical: the articulated arm makes installation 
possible in particular conditions, such as the 
presence of walls or obstacles near the post.

Fast: no waiting in front of the gate, just 7 sec-
onds to open or close (under optimal installation 
conditions, with reduced arm and 90° opening).

Convenient: LED flashing light for integrated 
installation, acting as a courtesy light (WLT, 
optional); quick motor release to operate the 
gate manually.

Integrated control unit.

No blackouts: operation in event of power fail-
ure with the optional batteries (PS424) housed 
in the motor.

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code Description Pcs./Pallet

WALKY2024BDKCE Kit for automating swing gates with leaves up to 1.8 m, 24 VDC, with artic-
ulated arm, surface mounted, with bidirectional technology 18

The kit contains:
Code Description Quantity

WL1024C Electromechanical gearmotor, surface mounted, with integrated control unit 
and OXIBD plug-in bidirectional radio receiver included 1

WL1024 Electromechanical gearmotor, surface mounted, without control unit 1
MYGO4 4-channel 433.92 MHz transmitter 2

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

WLT Multifunction LED signal light 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
WLA1 Spare control unit for WL1024C 1
PS424 Buffer battery 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1
WLT Multifunction LED signal light 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

TECHNICAL SPECIFICATIONS

Code WL1024C
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230 -
Power supply (VDC) - 24
Draw (A) 0,8 2
Power (W) 120 30
PERFORMANCE DATA
Speed (rpm) 1,5 - 2,2
Torque (Nm) 120
Working cycle (cycles/hour) 50
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 44
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 90x125x385 h
Weight (kg) 4,8 4,3

OPERATING LIMITS
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A ≥ 340 mm
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A Full arm - B Reduced arm
The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

38
6 

m
m

122.590

135

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

W
L1

02
4C

W
L1

02
4

Control unit/Receiver

Integrated*

• • OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Hopp
For swing gates with leaves up to 2.4 m including 
with large posts and lightweight structures.
Ideal for intensive use.

Also available in a KIT

Electromechanical gearmotor, non-reversible, 
24 VDC, surface mounted, with articulated arm.

Two versions non-reversible, 24 VDC, me-
chanical stops with millimetric regulation in 
opening and closing: with integrated control unit 
(HO7124) and without control unit (HO7224).

Powerful thanks to the 250 Nm torque.

Resistant and compact: 180 mm wide, ideal 
for any post. Compact shockproof body with 
aluminium base.

Sturdy anti-shear aluminium arm.

Easy to install: thanks to the new fixing 
bracket with quick coupling for the motor. No 
welding.

Sophisticated electronics with integrated 
control unit, just 3 keys to manage program-
ming operations.

Energy saving and no blackouts: 3 standby 
modes to reduce mains power consumption, or 
battery consumption if connected to the Sole-
myo kit. Operation even with no power thanks 
to the optional batteries (PS124).

Everything under control: thanks to provision 
for the Opera BUS T4 system, the Pro-View unit 
can be used to expand the automation pro-
gramming, control and diagnostics possibilities, 
both locally and remotely.

Built-in control unit

Die-cast aluminium 
body

Triangular key release.
Can be released from outside 

with the KIO accessory

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code HO7124 HO7224
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230 -
Power supply (VDC) - 24
Draw (A) 1,3 4
Power (W) 280 100
PERFORMANCE DATA
Speed (rpm) 1,68
Torque (Nm) 250
Working cycle (cycles/hour) 35
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 54
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 252x180x290 h
Weight (kg) 9 6,5

Code Description Pcs./Pallet

HO7124 Non-reversible, 24 VDC, complete with articulated arm, with integrated 
control unit 16

HO7224 Non-reversible, 24 VDC, complete with articulated arm, without control unit 16

HOPPBDKCE Kit for automating swing gates with leaves up to 2.4 m, 24 VDC, surface 
mounted, with bidirectional technology 16

The HOPPBDKCE kit contains:
Code Description Quantity

HO7124 Electromechanical gearmotor, surface mounted, with control unit and 
OXIBD plug-in bidirectional radio receiver included 1

HO7224 Electromechanical gearmotor, surface mounted, without control unit 1
MYGO4 4-channel 433.92 MHz transmitter 2

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
POA3 Spare control unit for HO7124 1
PS124 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

KIO Key switch for low-voltage contacts, with release mechanism for metal 
cable 1

KA1 Kit with 6 m metal cable for KIO 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

29
0

180 mm

25
216

3

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

H
O

71
24

Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Hyke
For swing gates with leaves up to 3.5 m, including 
with large posts.
Ideal for intensive use.

Also available in a KIT

Non-reversible electromechanical gearmotor, 
with articulated arm, surface mounted, 24 VDC, 
with magnetic encoder.

Reliable and with a long working life: weath-
er resistant, thanks to the polyester painted 
aluminium body.

Safe: obstacle detection, monitoring of motor 
draw during travel, self-diagnostics via LED 
courtesy light and flashing light.

Provision for connecting latest generation 8.2 
KOhm optical and resistive sensitive edges.

Two non-reversible versions, 24 VDC, with 
opening and closing limit switches: with inte-
grated control unit (HK7024) and without control 
unit (HK7224).

Quick and practical installation: the length of 
the articulated arm can be adjusted for maxi-
mum flexibility.

Simple and precise limit switch adjustment: 
mechanical stops and micrometric adjustment 
screws.

Easy to operate lever release: with metal lock 
and personalised Nice key. Provision for cable 
control.

Savings, respect for the environment, 
autonomy: connected to the buffer battery or 
the Solemyo kit, the stand-by consumption is 
just 0.1 W.

No blackouts: operation in event of power fail-
ure with the optional batteries (PS124) housed 
in the motor.

Integrated control unit (HK7024).

Integrated control 
unit

Adjustable anti-shear 
arm

Die-cast aluminium 
body

Convenient and 
resistant release 

handle

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code HK7024 HK7224
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz) 230 -
Power supply (VDC) - 24
Draw (A) 1,5 6
Power (W) 300 140
PERFORMANCE DATA
Speed (rpm) 1,5
Torque (Nm) 500
Working cycle (cycles/hour) 40
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 54
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 290x210x320 h
Weight (kg) 10,5 9,5

Code Description Pcs./Pallet

HK7024 Non-reversible, 24 VDC, complete with articulated arm, with integrated 
control unit 15

HK7224 Non-reversible, 24 VDC, complete with articulated arm, without control unit 15

HYKEBDKCE Kit for automating swing gates with leaves up to 3.5 m, 24 VDC, with artic-
ulated arm, surface mounted, with bidirectional technology 15

The HYKEBDKCE kit contains:
Code Description Quantity

HK7024 Electromechanical gearmotor, surface mounted, with control unit and 
OXIBD plug-in bidirectional radio receiver included 1

HK7224 Electromechanical gearmotor, surface mounted, without control unit 1
MYGO4 4-channel 433.92 MHz transmitter 2

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
HKA2 Spare control unit for HK7024 1
PS124 24 V battery with integrated battery charger 1
PLA10 Vertical 12 V electric lock (obligatory for leaves longer than 3 m) 1
PLA11 Horizontal 12 V electric lock (obligatory for leaves longer than 3 m) 1

KIO Key switch for low-voltage contacts, with release mechanism for metal 
cable 1

KA1 Kit with 6 m metal cable for KIO 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS

210 mm
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66
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

H
K

70
24

Control unit/Receiver

Integrated*

• OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Hyppo 7000
For swing gates with leaves up to 3 m, including with 
large posts.

Non-reversible electromechanical gearmotor, 
also available in 24 VDC version, with magnetic 
encoder and articulated arm, surface mounted.

Single version for right or left leaf.

Two non-reversible models, powered at 
230 VAC (HY7005) and 24 VDC (HY7024), with 
magnetic encoder.

Quick and easy installation: thanks to fewer 
connections, no welding to the gate.

Pre-wired built-in double limit switch in both 
opening and closing (HY7005).

Long working life: 100% metal mechanics.

Compact: shockproof body with no sharp 
edges.

Recommended control units: Moonclever 
MC800 for HY7005; Moonclever MC824H for 
HY7024.

24 VDC version with magnetic encoder. Ideal 
for intensive use, compatible with Moonclever 
MC824H control unit.

Cast aluminium key release, 
with protected key, provision for 

release from outside

Sturdy anti-shear articulated arm, 
galvanised and painted; reinforced 
at points subject to greatest 
mechanical stress

BlueBus

24V

230V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code HY7024 HY7005
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* - 230
Power supply (VDC) 24 -
Draw (A) 5 1,2
Power (W) 120 258
PERFORMANCE DATA
Speed (rpm) 2 1,7
Torque (Nm) 250 400
Work cycle (%) 80 30
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 43
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 350x165x242 h
Weight (kg) 13

* 60 Hz version available on request.

Code Description Pcs./Pallet

HY7024 Non-reversible, 24 VDC, with magnetic encoder, complete with anti-shear 
articulated arm, galvanised and painted 30

HY7005 Non-reversible, 230 VAC, complete with anti-shear articulated arm, galva-
nised and painted, with limit switches in opening and closing 30

COMMON ACCESSORIES

Code Description Pcs. Pack
HYA12 Enlarged articulated arm (see diagram) 1
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

KIO Key switch for low-voltage contacts, with release mechanism for metal 
cable 1

KA1 Kit with 6 m metal cable for KIO 1
TS Sign 1

ACCESSORIES FOR 24 V VERSIONS

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.

OPERATING LIMITS
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS

165350 mm
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES

H
Y

70
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H
Y
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

• MC800 / OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.



96

S-Fab
For swing gates with leaves up to 2.3 m, 
underground installation, very compact.

Also available in a KIT

Electromechanical gearmotor, non-reversible, 
24 VDC, ideal for intensive use.

Resistant and inconspicuous: compact foun-
dation box just 81 mm high.

The electrophoretic painted steel guarantees 
high corrosion resistance, the 2.5 mm thick-
ness provides solidity. All this with just 52 mm 
protruding from the ground.

Quick and easy installation: thanks to the le-
ver on the gearmotor acting directly on the leaf.

Opening up to 180° as standard.

Reliable and sturdy: the IP67 die-cast alumin-
ium gearmotor is suspended inside the box to 
allow any deposits to drain for guaranteed water 
resistance.

Self-supporting foundation box with adjust-
able mechanical stops in opening and closing: 
the gearmotor can also be installed at a later 
date.

Practical release from inside and outside, act-
ing directly on the gearmotor, easy to operate 
with the special key.

SFAB2024 is compatible with the Moon-
clever MC424L control unit, with provision 
for Solemyo and Opera systems.

SFAB2124 with magnetic encoder, compat-
ible with the Moonclever MC824H control 
unit, with BlueBUS technology and provi-
sion for Solemyo and Opera systems.

Electrophoretic 
painted steel box

Waterproof, IP67 
protection class

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code SFAB2024 SFAB2124
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 5
Power (W) 120
PERFORMANCE DATA
Speed (rpm) 1,25
Torque (Nm) 250
Working cycle (cycles/hour)* 60
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 235x206x96,5 h
Weight (kg) 6

* The indicated value must be halved in the case of opening up to 180°.

Code Description Pcs./Pallet
SFAB2024 Non-reversible, 24 VDC 18
SFAB2124 Non-reversible, 24 VDC, with magnetic encoder 18

SFABBOX Electrophoretic painted steel foundation box. Complete with leaf attach-
ment lever and mechanical stops in opening and closing 18

SFAB2024BDKCE Kit for automating swing gates with leaves up to 2.3 m, 24 VDC, under-
ground installation, with bidirectional technology 18

SFAB2124BDKCE Kit for automating swing gates with leaves up to 2.3 m, 24 VDC, under-
ground installation, with bidirectional technology and magnetic encoder 18

The SFAB2024BDKCE kit contains:
Code Description Quantity
SFAB2024 24 VDC non-reversible electromechanical gearmotor 2
SFABBOX Foundation boxes 2

MC424L Control unit with integrated radio receiver and OXIBD plug-in bidirectional 
radio receiver included 1

INTI2 Transmitter, 433.92 MHz, 2 channels 2
EPM Pair of surface mounted photocells 1
ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

The SFAB2124BDKCE kit contains:
Code Description Quantity

SFAB2124 Non-reversible electromechanical gearmotor, 24 VDC, with magnetic 
encoder 2

SFABBOX Foundation boxes 2
MC824H Control unit with OXIBD plug-in bidirectional radio receiver included 1
MYGO4 4-channel 433.92 MHz transmitter 2

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS124 24 V battery with integrated battery charger for SFAB2024 1
PS324 24 V battery with integrated battery charger for SFAB2124 1
MEA5 Lever key for release 4
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS
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320 mm

COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC424L / OXIBD / OXILR

• MC824H / OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• • ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

• FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• • ELDC

• • WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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M-Fab
For swing gates with leaves up to 3 m, concealed 
underground installation.

Also available in a KIT

Non-reversible electromechanical gearmotor, 
also available in 24 VDC version, with magnetic 
encoder.

3 versions of M-Fab gearmotor.

Moulded Fab Box foundation boxes with me-
chanical stop in opening:

•	 in stainless steel (MFABBOXI), ideal for use 
in extreme conditions;

•	 electrophoretic painted (MFABBOX), with 
high resistance to corrosion.

Reliable and resistant: motors with solid met-
al internal components. New IP67 waterproof 
die-cast aluminium.

Maximum freedom of choice: release from 
inside and outside, two freely combinable key 
or lever-operated models, easy to operate with 
one hand.

Easy to use: mechanical stop system in clos-
ing. Standard 110° opening, 360° optional.

Totally compatible with the previous Metro 
series.

Recommended control units: Moonclever 
MC800 for MFAB3000 and MFAB3000L; Moon-
clever MC824H for MFAB3024.

24 VDC version with magnetic encoder.

Ideal for intensive use, compatible with 
Moonclever MC824H control unit.

Even more reliable 
and resistant

Waterproof, IP67 
protection class

FAB BOX foundation 
boxes

BlueBus

24V

230V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code MFAB3024 MFAB3000 MFAB3000L
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50 Hz)* - 230
Power supply (VDC) 24 -
Draw (A) 5 1,2 1,3
Power (W) 120 250 300
PERFORMANCE DATA
Speed (rpm) 1,4 1,14 0,8
Torque (Nm) 250 300 250
Working cycle (cycles/hour)** 76 30 20
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 390x322x194,5 h
Weight (kg) 11

* 60 Hz version available on request. ** The indicated value must be halved in the case of opening up to 180°.

Code Description Pcs./Pallet

MFAB3024 Non-reversible, 24 VDC, with magnetic encoder, complete with connecting 
lever and mechanical stop in closing 18

MFAB3000 Non-reversible, 230 VAC, fast, grease lubricated, complete with connecting 
lever and mechanical stop in closing 18

MFAB3000L Non-reversible, 230 VAC, slow, grease lubricated, complete with connect-
ing lever and mechanical stop in closing 18

MFAB3024BDKCE
Kit for automating swing gates with leaves up to 3 m, embedded under-
ground installation. The kit contains 2 x MFAB3024, 1 x MC824H, 2 x 
MEA3, 2 x MYGO4, 1 x EPMB, 1 x ELDC, 1 x TS.

9

Code Description Pcs./Pallet

MFABBOXI Externally chamfered stainless steel foundation box with mechanical stop 
in opening 20

MFABBOX Electrophoretic painted, externally chamfered foundation box with mechan-
ical stop in opening 20

NOTE: key release freely combinable, choosing between models MEA2 and MEA3.

The MFAB3024BDKCE kit contains:
Code Description Quantity

MFAB3024 Non-reversible electromechanical gearmotor, 24 VDC, with magnetic 
encoder (foundation boxes to be ordered separately) 2

MC824H Control unit with OXIBD plug-in bidirectional radio receiver included 1
MEA3 Lever key release for use when installing on surfaces such as sand or earth 2
MYGO4 4-channel 433.92 MHz transmitter 2

EPMB Pair of surface mounted photocells with provision for connection via Nice 
BlueBUS 1

ELDC Flashing LED light with integrated antenna 1
TS Sign 1

* N.B. The contents of the pack may vary: always consult the dealer.

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
MEA2 Key release 1
MEA3 Lever key release for use when installing on surfaces such as sand or earth 1
MEA5 Lever key for release 4

MEA6 Limit bracket, for installations where the foundation box cannot be embed-
ded in concrete 4

MEA1 Accessory for opening up to 360° for leaves up to 2.5 m long 4
PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS
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COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

• • MC800* / OXIBD / OXILR

Transmitter

• • • ERA INTI - 2 channels, 433.92 MHz, different colours

• • • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • • ERA ONE BD / MYGOBD / ERA ONE LR

• • • ERA FLOR / DOMì

Photocells

• • EPS - Slim / EPM - Medium / EPL - Large

• • • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• • EPMOR - Medium, reflective

• • • EPMORB - Medium, BlueBUS, reflective

• • • EPMOW - Medium, wireless self-synchronised

• • F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• • ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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L-Fab
For swing gates with leaves up to 4 m, concealed 
underground installation.

Non-reversible electromechanical gearmotor, 
also available in 24 VDC version, with magnetic 
encoder and mechanical stops.

Foundation boxes with mechanical stop in 
opening:

•	 in stainless steel (LFABBOX4I), ideal for use 
in extreme conditions;

•	 electrophoretic painted (LFABBOX4), with 
high resistance to corrosion.

Maximum freedom of choice: release from 
inside and outside, two freely combinable key 
or lever-operated models, easy to operate with 
one hand.

Simple installation: mechanical stop system 
in closing integrated in motor. Standard 110° 
opening, 360° optional.

Ideal for intensive use, the LFAB4024 model 
is compatible with the Moonclever MC824H 
control unit, with BlueBUS technology and 
provision for Solemyo and Opera systems.

The LFAB4000 is compatible with the Moon-
clever MC800 control unit.

Reliable and resistant

Waterproof, IP67 
protection class

BlueBus

24V

230V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code LFAB4024 LFAB4000
ELECTRICAL SPECIFICATIONS
Power supply (VAC 50/60 Hz)* - 230
Power supply (VDC) 24 -
Draw (A) 5 1,5
Power (W) 120 340
PERFORMANCE DATA
Speed (rpm) 1 0,8
Torque (Nm) 300 500
Working cycle (cycles/hour)** 60 20
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm) 400x325x152 h
Weight (kg) 12,5 14,3

* With foundation box.  ** The value indicated must be halved in the case of opening up to 180° - using the BMA1 accessory.

Foundation box LFABBOX4
Weight (kg) 14,4

Code Description Pcs./Pallet
LFAB4000 Non-reversible, 230 VAC, with mechanical limit switch in closing 18

LFAB4024 Non-reversible, 24 VDC, with magnetic encoder and mechanical limit 
switch in closing 18

Code Description Pcs./Pallet

LFABBOX4 Electrophoretic painted foundation box with mechanical limit switch in 
opening. Complete with leaf attachment lever 18

LFABBOX4I Stainless steel foundation box with mechanical limit switch in opening. 
Complete with leaf attachment lever 18

COMMON ACCESSORIES

Code Description Pcs. Pack
BMA3 Release with lever key 1
MEA5 Lever key for release 4
BMA1 Accessory for opening up to 360° for leaves up to 3.5 m long 1

BMA2 Adapter for installing two motors, compatible with most foundation boxes 
on the market 4

PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1
TS Sign 1

ACCESSORIES FOR 24 V VERSIONS

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

Find out more on page  104.
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.
The 230 VAC models are best for windy areas.

DIMENSIONS
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

• MC800* / OXIBD / OXILR

Transmitter

• • ERA INTI - 2 channels, 433.92 MHz, different colours

• • ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• • ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

• EPS - Slim / EPM - Medium / EPL - Large

• • EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

• EPMOR - Medium, reflective

• • EPMORB - Medium, BlueBUS, reflective

• • EPMOW - Medium, wireless self-synchronised

• F210 - Synchronised, adjustable / FT210 - For sensitive edges

• • F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

• ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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Big-Fab
For swing gates with leaves up to 5 m, concealed 
underground installation.

Electromechanical gearmotor, 24 VDC, with 
magnetic encoder and mechanical stops.

Foundation boxes with mechanical stop in 
opening:

•	 in stainless steel (BFABBOXI), ideal for use 
in extreme conditions;

•	 electrophoretic painted (BFABBOX), with 
high resistance to corrosion.

Maximum freedom of choice: release from 
inside and outside, two freely combinable key 
or lever-operated models, easy to operate with 
one hand.

Easy to use: mechanical stop system in closing 
integrated in motor. Standard 110° opening, 
360° optional.

Ideal for intensive use, compatible with 
Moonclever MC824H control unit.

Even more reliable 
and resistant

Waterproof, IP67 
protection class

BlueBus

24V

BiDi

Yubii

Solemyo

Opera

Programmable via App
With Pro-View or Bidi-WiFi & 
MyNice Pro App, installing Nice 
Gate&Door systems is even easier 
and more convenient.

Find out more on page  28

https://play.google.com/store/apps/details?id=com.niceforyou.mynicepro
https://apps.apple.com/us/app/mynice-pro/id1459858869
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Code BFAB5024
ELECTRICAL SPECIFICATIONS
Power supply (VDC) 24
Draw (A) 7
Power (W) 170
PERFORMANCE DATA
Speed (rpm) 0,8
Torque (Nm) 400
Working cycle (cycles/hour)** 45
DIMENSIONAL AND GENERAL DATA
Protection class (IP) 67
Operating temperature (°C Min/Max) -20 ÷ +50
Dimensions (mm)* 400x325x152 h
Weight (kg) 13,3

* With foundation box.  ** The value indicated must be halved in the case of opening up to 180° - using the BMA1 accessory.

Foundation box BFABBOX
Weight (kg) 20,3

Code Description Pcs./Pallet

BFAB5024 Non-reversible, 24 VDC, with magnetic encoder and mechanical limit 
switch in closing 18

Code Description Pcs./Pallet

BFABBOX Electrophoretic painted foundation box with mechanical limit switch in 
opening 18

BFABBOXI Stainless steel foundation box with mechanical limit switch in opening 18

COMMON ACCESSORIES

Code Description Pcs. Pack
PS324 24 V battery with integrated battery charger 1
BMA3 Release with lever key 1
MEA5 Lever key for release 4
BMA1 Accessory for opening up to 360° for leaves up to 3.5 m long 1

BMA2 Adapter for installing two motors, compatible with most foundation boxes 
on the market 4

PLA10 Vertical 12 V electric lock 1
PLA11 Horizontal 12 V electric lock 1

SYKCE Solar power supply kit consisting of SYP photovoltaic panel and PSY24 
battery box with charging control circuit 1

TS Sign 1

Find out more on page  104.
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The shape and height of the gate and presence of a strong wind 
can considerably reduce the values shown in the graph.

DIMENSIONS
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Control unit/Receiver

Integrated*

• MC824H / OXIBD / OXILR

Transmitter

• ERA INTI - 2 channels, 433.92 MHz, different colours

• ERA ONE / MYGO - 1, 2, 4 or 9 channels, 433.92 MHz

• ERA ONE BD / MYGOBD / ERA ONE LR

• ERA FLOR / DOMì

Photocells

EPS - Slim / EPM - Medium / EPL - Large

• EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

EPMOR - Medium, reflective

• EPMORB - Medium, BlueBUS, reflective

• EPMOW - Medium, wireless self-synchronised

F210 - Synchronised, adjustable / FT210 - For sensitive edges

• F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS

Flashing light

ELAC

• ELDC

• WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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PLA6
Rear bracket, length 
250 mm (for Toona4, 
Toona5 and Wingo5).

Pcs./pack  1

PLA14
Adjustable screw-on 
rear bracket (for Toona 
4 and Wingo 4).

Pcs./pack  2

PLA15
Adjustable screw-on 
front bracket (for Toona 
4 and Wingo 4).

Pcs./pack  2

PLA10
Vertical 12 V electric 
lock.

Pcs./pack  1

PLA11
Horizontal 12 V electric 
lock.

Pcs./pack  1

PLA13
Mechanical limit switch 
for opening or closing 
(not compatible with 
TO7024).

Pcs./pack  4

TS
Sign.

Pcs./pack  1

PS324
24 V battery with 
built-in battery charger 
(compatible with 
MC824H and MC824L 
control units. Kit only).

Pcs./pack  1

ACCESSORIES FOR 24 V VERSIONSSPARE CONTROL UNITS

COMMON ACCESSORIES

Accessories for swing gates

PLA8
Screw-on front bracket 
(for Toona 5 and Wingo 
5).

Pcs./pack  1

HYA12
Larger articulated arm 
(for Hyppo).

Pcs./pack  1

KIO
Key switch for low-volt-
age contacts, with 
release mechanism for 
metal cable (for Hopp 
and Hyke).

Pcs./pack  1

MEA2
Key release (for 
M-FAB).

Pcs./pack  1

MEA3
Release with lever key 
for use when installing 
on surfaces such as 
sand or earth (for 
M-FAB).

Pcs./pack  1

MEA5
Lever key for release 
(compatible with all 
embedded motors).

Pcs./pack  4

MEA6
Limit bracket, for 
installations where the 
foundation box cannot 
be embedded in con-
crete (for M-FAB).

Pcs./pack  4

MEA1
Accessory for opening 
up to 360° for leaves 
up to 2.5 m long (for 
M-FAB).

Pcs./pack  4

BMA3
Release with lever keya 
(for L-Fab and Big-Fab).

Pcs./pack  1

BMA1
Accessory for opening 
up to 360° for leaves 
up to 3.5 m long (for 
L-Fab and Big-Fab).

Pcs./pack  1

BMA2
Adapters for installing 
two motors, compatible 
with most foundation 
boxes on the market 
(for L-Fab and Big-Fab).

Pcs./pack  4

KA1
6 m metal cable kit 
for KIO (for Hopp and 
Hyke).

Pcs./pack  1

WLT
Multifunction LED signal 
light. See page 203.

Pcs./pack  1

WLA1
Spare control unit for 
WL1024C.

Pcs./pack  1

PS424
Buffer batteries (for 
Walkykit).

Pcs./pack  1

POA3
Spare control unit for 
HO7124.

Pcs./pack  1

HKA2
Spare control unit for 
HK7024.

Pcs./pack  1

PS124
24 V battery with 
built-in battery charger 
(compatible with 
MC424L control unit, 
Hopp and Hyke Kit).

Pcs./pack  1
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Standard installation diagram for swing gates
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TOONA 7
1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

WINGO4KIT BD, WINGO5KIT BD
1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. Pro-View multifunction interface

WINGOKIT 4024 BD, WINGOKIT 5024 BS
1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Solemyo solar power accessories

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories
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TOONA 4, TOONA 5, TOONAKIT BD
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WALKYKIT 1024 BD
1. Motor 2. Transmitter 3. Post-mounted photocells  4. Photocells 5. Flashing light  6. Digital or key switch  7. SYP solar panel  
8. PSY24  battery box 9. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

WALKYKIT 2024 BD
1. Motor 2. Transmitter 3. Post-mounted photocells  4. Photocells 5. Flashing light  6. Digital or key switch  7. SYP solar panel  
8. PSY24  battery box 9. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories (solely for Too 24V)

1. Motor  2. Transmitter  3. Post-mounted photocells  4. Photocells  5. Flashing light  6. Control unit  7. Key or digital switch  
8. SYP solar panel  9. PSY24 battery box  10. Pro-View multifunction interface● Accessories also available in wireless version Solemyo Air Net System● Solemyo solar power accessories

9

6

9

5

1

2

4

3

7

8

TOO 230V - TOO 24V OLTRE 1824
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